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Engine Returns
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))”””[”) ENGINE RECORD ‘\_

Leading the Business of Aviation

Registration N877EM Cutter Aviation San Antonio, Inc. Flight Time 53.7 T

—| Model No. 2 367 Sandau Rd. - = i
Serial No S1FZ 127T San Antonio, Texas 78216 Total Time |

s i, FAA Repair Station No. U7TR491Y A -

g4 Phone (210) 340-6780 Fax (210) 384-3394

1. DRAINED OIL OBTAINED AN OIL SAMPLE, REMOVED FILTER, OPENED FILTER AND INSPECTED FOR
—] METAL, NONE FOUND. INSTALLED A NEW CHAMPION OIL FILTER PART NUMBER CH48108-1 o
SERVICED THE ENGINE WITH AEROSHELL W 100-SAE 50 DETERGENT OIL. THE ENGINE WAS ;
— WASHED AND GROUND RUN AND LEAK CHECK WAS SATISFACTORY. !l

— || THE AIRCRAFT/COMPONENT IDENTIFIED ABOVE WAS MAINTAINED OR ALTERED IN ACCORDANCE WITH CURRENT REGULATIONS |
OF THE FEDERAL AVIATION ADMINISTRATION AND IS APPROVED FOR RETURN TO SERVICE FOR THE WORK PERFORMED. ALL
— || DISRUPTED SYSTEMS WERE RESTORED AND FUNCTIONALLY TESTED IN ACCORDANCE WITH MFG'S INSTRUCTIONS. PERTINENT
DETAILS OF THE REPAIR ARE ON FILE AT THIS REPAIR STATION UNDER 'Work Order: 11M-3727 | .

Date: 04/13/2016 Authorized Signature: Z —_— /<.—-.—fﬂichard Kurland | —




/ -
st Engine Service and Maintenance Recorg
Total Time Overhaul

Record maintenance actions including engine part remova| g,

i |installation and compliance with inspectionjs, Ainrvor!hiness Directiy,
Hours | Min 1g;ecial Inspections, Modifications and Service Bulletins *,

et
LUMER> | s |-

Leading the Business of Aviation ]

)

/- - . .
| [ Registration N77EM Cutter Aviation San Antonio, Inc.

et del No. SR22T 367 Sandau Rd.

l‘S/Ie(:rial No 1217 San Antonio, Texas 78216
B ine M .del TSIO550K1B Phone (210) 384-3388 Fax (210) 384-3394 PAGE 1 OF 1
T CRS U7TR491Y _

Engine S/N 1031476

. GOMPLIED WITH A 100 HOUR INSPECTION IAW FAR43 APPENDIX D USING THE CIRRUS SR22 SERIES

D INSPECTION REPORT AS A GUIDE. .
2 gg:ﬁﬁ%%u., OBTAINED AOA SAMPLE AND REMOVED FILTER. OPENED FILTER TO CHECK FOR METAL
) CONTAMINATION. NONE FOUND. INSTALL NEW CH48108-1 FILTER. SERVICED ENGINE WITH 8 QTS OF | —
AEROSHELL 15W50 OIL. LEAK CHECKED GOOD.
COMPRESSION CHECK RESULTS: 1-79/80 2-76/80 3-76/80 4-76/80 5-78/80 6-78/80 —
GOMPLIED WITH 12 MONTH CLEANING OF FUEL INJECTOR NOZZLES. OPS CHECKED AND LEAK CHECKED
o GOOD. REFERENCED PERMOLD SERIES ENGINE MAINTENANCE AND OVERHAUL MANUAL. -
5 GOMPLIED WITH 12 MONTH FUNCTIONAL CHECK OF FUEL INJECTION SYSTEM. ADJUSTED FUEL PRESSURE
* AND IDLE SPEED AS NEEDED. REFERENCED SR22 SERIES MM 73-20. —
6. INSTALLED NEW STARTER ADAPTER P/N 658440A3 USING NEW GASKET P/N 653470. OPS CHECKED AND LEAK
2 CHECKED GOOD. REFERENCED TSI0550 SERIES MAINTENANCE AND OVERHAUL MANUAL SECTION 10-4.5. —

Fit hour meter 969 | |
Engine TT 96.9 |—

hw

| [ TCERTIFY THAT A 100 HOUR INSPECTION HAS BEEN PERFORMED ON THIS ENGINE IN ACCORDANCE WITH FAR 43 | —
Appendix D, AND HAS BEEN DETERMINED TO BE IN AIRWORTHY CONDITION AND IS APPROVED FOR RETURN TO
— | SERVICE. Pertinent details of the repair/inspection is on file at this repair gtation under Work Order: 11M-4055 ]

Tom Bierschwale

— | Date: 2/15/2017 Authorized
| Signature:

I R

e AR SERVICES; INC. DATE: 11/6/2017  REG.NO. N877EM =
0. 12 SAN ANTONIO TX 78246 PHONE (210) 525-9677 FAX (210) 625-1226 Flight Hours: 140.7 " ENGINE
Performed the following maintenance:

*  Drained engine oil, changed filter p/n: CH48108-8 and serviced with 7 quarts of Aeroshell w100 oil.

Thg r_naintenance and / or inspection
aviation requlations and was found t

performed on the engine identified above was performed in accordgpcedvi
0 be airworthy for return to service.

AP 3325060
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ENGINE MODEL:

: v DATE: 2/22/2018

TSIOB50K(1) &g Chuck's Aircraft, LLC. A/C TSN: 142.8
ENGINE S/N: 1031476 X3 8200 Aviation Dr. AC101 ENG TT 142.8
EG. NO: 877EM CHUCK'S  Austin Executive TSMOH:

AIRCRAFT.. pfygerville, TX 78660

Phone: 512-610-3111

WORK ORDER: 2655

Engine Entries

Compressions: #1
plate and M-0. CJ and

FLIGHTTIME: 1428

72/B0, #2 74/80, #3 72/80, #4 T0/80, #5 BA/BO, #6 70/80, M.0.=44/80, all found satisfactory per M-0. Checked magneto timing per data
L Cl

leanad ind! fitters. C/W CMI ICA incremental items for turbo systems.

) spark plugs, repl g
Ran up, checked for leaks, none noted.

Techniclans Who Worked On The Items Listed Above:
Jessy Parsons

I certify this englne has been inspected in accordance with a 100-hour inspection and was found

DATE: 212212018 SIGNED:

Jessy Parsons, A&P: 37104

|

n alermy condition.
Work Order: 2555

Printed by EBis 3 (datcomedia.com)

decord

noval and
Directives,

www. com

aiphasircentar.
417-823-3113

5509 Dennis Weaver Dr., Webb City, MO 64870

Date: 5/18/2018; Aircraft: NB77EM; Hobbs: 219.6

Shop Order #: 18-1418, Closed: 5/18/2018

Drained oil and cut open oil fiter. No metal found. Installed new filter p/n
CH48108-1 and filled crankcase with 8 gts Exxon Elite 20W-50 oil. Cleaned
engine. No leaks noted on run-up.

| certify this engine was serviced and inspected in accordance with current
FARs and is in an airworthy condition for the work performed above and is
approved for retumn to service.

Pertinent details of the repair are on file under the Shop Qrder listed above. |

Michael P. Blakely

-

AJP-IA Cert. # 2656376

Date 5—/&-J¢/ 3

5509 Dennis Weaver Dr., Webb City, MO 64870

Date: 7/20/2018; Aircraft: NB77EM; Hobbs: 267.7; Engine - Type:
TSI0-550-K(1), S/N: 1031476

.| Shop Order #: 18-1454, Closed: 7/20/2018

Drained oil and cut open oil filter. No metal found. Installed new filter pin
CH48108-1 and filled crankcase with 7 qts Exxon Elite 20W-50 oil. Cleaned
engine. No leaks noted on run-up.

| certify this engine was serviced and inspected in accordance with current
FARs and is in an airworthy condition for the work performed above and is
approved for retumn to service.

Pertinent details of the repair are on file under the Shop Order listed above.

Michael P. Blakely A/P-IA Cert. # 2656376

-

siphasircenter.
417-623-3113

5509 Dennis Weaver Dr., Webb City, MO 64870

Date: 11/14/2018; Aircraft: N877EM; Hobbs: 308.0; Engine - Type:

TSIO-550-K(1), S/N: 1031476
Shop Order # 18-1525, Closed: 11/14/2018 .
Drained oil and cut open oil filter. No metal found. Installed new filter p/n

CH48108-1 and filled crankcase with 8 gts X/C 20W-50 oil. Cleaned engine.

No leaks noted on run-up. . _ ]
| certify this engine was repaired and inspected in accordance with currept
FARs and is in an airworthy condition for the work performed above and is

for return to service. )
Pertinent details of the repair are on file at this Repair Station under the Shog

Order listed above.
Signed:
ALPHA AIR CENTER CRS# 9KCR114D

y Date_{ [~/ 4"&[.&

.siphasircenter.
417-623-3113

5509 Dennis Weaver Dr., Webb City, MO 64870

Date: 3/06/2019; Aircraft: NB77EM; Type: SR22T; Hobbs: 342.7; Engine -
Type: TSIO-550-K(1), S/N: 1031476, Time: 169:.6 Mms

Shop Order #: 19-1576, Closed: 3/05/2019

Performed an Annual Inspection using Cirrus SR22 AMM Scheduled
Inspection Report and FAR 43, App. D as guides.

The oil was not changed at this time. The oil fitter was removed and cut open,
no metal found. Installed new filter CH48108-1.

The fuel injection nozzles were cleaned.

Replaced 2 bad spark plugs with URHB32E plugs.

Adjusted mag timing in accordance with engine data plate.

ADs were checked thru 3-5-2019. No new applicable ADs found.

| certify an Annual Inspection was completed in accordance with curent FAR:
and this engine is in an airworthy condition and is approved for retum to
sarvice.

Pertinent details of the repair are on file at this Repair Station

o —
g

under the Shop Order isted above.
Signed; # Mﬂ-&lj} Date_3-5-Adr 4

ALPHA AIR CENTER CRS# 9KCR114D

Joplin, MO
siphanircenter.
417-623-3113

5509 Dennis Weaver Dr., Webb City, MO 64870

Date: 7/19/2019; Aircraft: N677EM, Type: SR22T; Hobbs: 380.5; Engine -
Type: TSIO-550-K(1), S/N: 1031476, Time: 380.5

Shop Order #: 19-1692, Closed: 7/19/2019

Drained oil and cut open oil filter. No metal found. Installed new filter pin
ch48108-1 and filled crankcase with 8 gts Phillips X/C 20WS50 oil. Cleaned
engine. No leaks noted on run-up.
luuﬁfymiswmwaswvicadandhspededinawordancewimcumm
FARs and is in an airworthy condition for the work performed above and is
approved for retum to service. ) ‘

Pertinent details of the repair are on file at this Repair Station under the Shop
Order listed above.

poc_Lizhal) P Rlidily  ouo 7492019

ALPHA AIR CENTER CRS# 9KCR114D
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Carried forward —» )

J M
www.alphaaircentoncom
417-623-3113 P
5509 Dennis Weaver Dr., Webb City, MO 64870 .

Date: 11/07/2019; Aircraft: N877EM:; Type: SR22T; S/N: 1217; Hobbs: '.

422.7
Shop Order #: 19-1849, Closed: 11/07/2019
rained oil and cut open oil filter. No metal found. Installed new filter p/n 3

CH48108-1 and filled crankcase with 8 qts Phillips X/C 20W50 oil.
Cleaned engine. No leaks noted on run-up.

 certify this engine was serviced and inspected in accordance with current
FARs and is in an airworthy condition for the work performed above and is

approved for return to service.
Pertinent details of the repair are on file at this Repair Station under the

Shop Order listed above.

Adam Piepke A/P Cert. # 3965513

W% oste =219




