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500 or as necessary based on condition. Effective date January 29, 1985.

_— e C/W AD 2015-19-07 Prevent Failure Of External Fuel Injector Lines by inspecting lines and
clamps IAW Lycoming SB342G, dated July 16, 2013. Next inspection due at ACTT 278.4,

after overhaul, or after any maintenance has been done on the engine where any clamp (or
clamps) on a fuel injector line (or lines) has been disconnected, moved, or loosened. Effective

date of AD is November 3, 2015.

B e C/W AD 2011-06-10 - Replaced Turbine inlet temperature probe (P/N 686-216) IAW Piper

| PA-46-350P MM chapter 77-20-00. Due again at 418.4 (250hr Interval). Effective date
5/6/2011).

Service Bulletins (SB’s):
e C/W Piper mandatory SB 995C Turbine Inlet Temperature System Calibration And Probe
Replacement by installing new probe p/n 686-216 IAW Part 3 instructions 1 and 2. Next probe
| replacement due in 250 hours at ACTT (418.4) hours. Effective date of the SB is June 18,
_— 20009.

Owner Notified the following Service Bulletins are due:
e  Owner notified Piper mandatory SB 1293A Engine Mount Doubler Installation And Towing
Placards Replacement is backordered.




LYC ONIING

New Reciprocating Engine Certificate

This is to certify that the engine as described hereinafter has been
manufactured and ground operation tested as prescribed by Lycoming
specification and Federal Aviation Regulations. All applicable Federal
Aviation Airworthiness Directives applicable Lycoming Service Publications
have been complied with at time of manufacture. Refer to enclosed Form

ETOO1 for applicable accessory part numbers and serial numbers.

Part Number: ENPL-10844
Serial Number L-14200-61A /5"
Engine Model TIO-540-AE2A f Repsatative

Work Order AR612972
0 New Production Certificate #3

652 Oliver Street Williamsport, PA 17701 U.S.A
Lycoming Engines is a division of Avco Corporation

Total Time

Form 777C Rev 05/13




ENGINE LOG

PIPER AIRCRAFT, INC.

General Offices at
Vero Beach, Florida
U.S.A.

Part No. 230716




OWNER

- Installed in
NAME ADDRESS et Datg\'%&s
—_— %
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3
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If this book is found, please return it to the owner.




NOTICE
Making false entries in this book is a violation of gov-
ernment regulations and is punishable by civil penalty.
THIS ENGINE SERVICED WITH
EXXON ELITE 20W50

OIL AT THE PIPER FACTORY




ENGINE DESCRIPTION

sacturer;_-YCOMING, WILLIAMSPORT, PA serial vo. L= 14200 -6 1A

. Horsepower: ___35 0
Model: TIO #5 liD—A E;l A FAA T. C. No. E “‘kE A

Man

Weight

Engine Accessories Serial No.




ENGINE LOG

/{/"\\

oy 580 Airport Road, Rock Hill, SC 2975,
=] , 00" Phone: (803) 366-5108 / Fax (803) %6523
Experience the Skytech-Advantage ~
Date: 16 March 16 Make/Model: PA46-350p|
- W/O: UZA-101980 SIN: 46366771  —

— e Drained oil. Removed and cut open oil filter - NDN. Removed oil sump suction —
screen from engine, cleaned, and inspected - NDN. Installed new oil filter P/N

— CH48103-1. Serviced engine with 11 quarts of Exxon Elite 20W-50. Ran
engine - leak check satisfactory. Oil filter/screen content inspection performed

= per Lycoming SB 480E.

MAINTENANCE RELEASE _
The aircraft and/or component identified above was repaired and inspected in accordance with

current Federal Aviation Regulations and was found airworthy for return to service with respect to the
- work performed. Pertinent details of the repair are on file at this agency under Work Order No:

UZA-101980
- Signe e~~—  (CGD) for Skytech, Inc., PO Box 37507, Rock Hill, SC -
29732. 1R727N

Page 1 of 1 |

Larry rorwara . ¥
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580 Airport Road, Rock Hill, SC 29732

W” i Phone: (803) 366-5108 / Fax: (803) 366-5230
Experience the Skytech-Advantage

Engine Log Entry Hobbs: 56.9 Registration #: N350SY
Date: April 22, 2016 Total Time: 56.9 Make/Model: TIO-540-AE2A
W/O: UZA102014 SIN: L-14200-61A

Performed a 1% 50Hr Inspection
e Performed 1st warrantable 50 hour inspection IAW PA-46-350P MM CH.5 PN: 765-040 Revision

3/01/2006.

Airworthiness Directives (AD’s): Checked through Biweekly 2016-07.

e C/W AD 2015-19-07 Prevent Failure Of External Fuel Injector Lines by inspecting lines and
clamps IAW Lycoming SB342G, dated July 16, 2013. Next inspection due at ACTT 56.9
+110 hrs 166.9 , after overhaul, or after any maintenance has been done on the engine
where any clamp (or clamps) on a fuel injector line (or lines) has been disconnected, moved,
or loosened. Effective date of AD is November 3, 2015.

e C/W AD 2015-02-07 Lycoming Engines - Propeller Governor Idler Shaft Set Screw by
excluding engine TIO-540-AE2A s/n L-14200-61A from applicability paragraph (c). This
engine is not aerobatic. No further compliance needed. Effective date of AD is March 11,
2015.

e CI/W AD 84-26-02 Paper Induction Air Filters per "NOTE" by inspecting air filter for condition.
Air filter is due for inspection at ACTT (156.9) or (1 year). Replacement is due at ACTT (500
filter hours) or as necessary based on condition. Effective date January 29, 1985. :

Completed the following additional items:
Page 1 of 2
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ENGINE LOG

W ——

\I

580 Airport Road, Rock Hill, SC 29732

r dno:
Phone: (803) 366-5108 / Fax (803)366-5230
Experience the Skytech-Advantage

MAINTENANCE RELEASE
The aircraft and/or component identified
current Federal Aviation Regulatigne—z
work performed. P :
—— UZA102014 Signed
Rock Hill, SC 29732.

Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump screen
from engine, cleaned, and inspected, NDN. Installed a new oil filter p/n CH48103-1 and
safetied. Reinstalled sump screen with a new crush gasket p/n MS35769-21 and safetied.
Serviced engine with 11 quarts of Exxon Elite 20w-50. Oil filter/screen content inspection

performed per Lycoming SB 480E.
Performed post inspection performance run-up,no defects noted.

was repaired and inspected in accordance with

msworthy for return to service with respect to the
t this agency under Work Order No:

BP0 ach, Inc., PO Box 37507,

abov

-

Page 2 of 2
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580 Airport Road, Rock Hill. SC 29732

WI Phone: (803) 366-5108 / Fax (803) 366-5230
Experience the Skytech-Advantage

Engine Log Entry Hobbs: 112.5 Registration #: N350SY
Date: June 17, 2016 Total: 112.5 Make/Model: TIO-540-AE2A
wW/O:  UZA-102075 S/N: L-14200-61A

e Drained oil. Removed and cut open oil filter - NDN. Removed oil sump suction screen from
engine, cleaned, and inspected - NDN. Installed new oil filter P/N CH48103-1. Serviced engine
with 11 quarts of Exxon Elite 20W-50. Ran engine - leak check satisfactory. Oil filter/screen

content inspection performed per Lycoming SB 480E.

MAINTENANCE RELEASE
The aircraft and/or component identi above was repaired and inspected in accordance with

current Federal Aviation Regdlations and way found auworthy for return to service with respect to the

work performed. Pertifof t details of the repéir are atthis agency under Work Order No:
UZA-102075 Signed __Ir~qe (BP) for Skytech, Inc., PO Box 37507, Rock
Hill, SC 29732 2

Page 2 of 2




ENGINE LOG

Engine Time Recorder
D : 1 Bo_a:

ate = =~ . -~ e 1 Bandneo Maintenance
)B' 580 Airport Road, Rock Hill, SC 29732 ——"
gﬁh,w' Phone: (803) 366-5108 / Fax (803) 366-5230
Experience the Skytech-Advantage T
- obbs: 156.0 Registration #: N35
ggtgc;:ne L;)I%BE: éry TotaTT:)r:e: 156.0 IgakelModeI: 3T?8-Y540-AE2A
W/0: UZA-102077 S/N: L-14200-61A

« Engine seems to be hard starting more so than normal (Hot & Cold). Timed #1
magneto I/A/W Piper MM Ch. 74. Started engine and rechecked timing at 2000 RPM's;
no defects noted.

e Drained oil. Removed and cut open oil filter - NDN. Removed oil sump suction screen
from engine, cleaned, and inspected - NDN. Installed new oil filter P/N CH48103-1.
Serviced engine with 11 quarts of Exxon Elite 20W-50. Ran engine - leak check
satisfactory. Oil filter/screen content inspection performed per Lycoming SB 480E. —_

MAINTENANCE RELEASE

The aircraft and/or component identified above was repaired and inspected in accordance with
current Federal Aviation Regulations and was found airworthy for return to service with respect to the
work performed. Pertinent details of the repair are gn file at this agency under Work Order No:

UZA-102077. Signed ii M:E.M_-«-/ e (CS) for Skytech, Inc., PO Box 37507, -
Rock Hill, SC 29732. CRS# mﬁﬁm

Page 1 of 1



and Remarks l Signature \ Certificate No.

o
P —— 3

580 Airport Road, Rock Hill, SC 29732

w-
B Wb, Phone: (803) 366-5108 / Fax (803)366-5230
Experience the Skytech-Advantage

- Engine Log Entry Hobbs: 156.6 Registration #: N350SY _
Date: 8/24/16 Total Time: 156.6 Make/Model: TIO-540-AE2A
_ wW/0: UZA-102077 SIN: L-14200-61A

. Removed right magneto P/N 6360, S/N 15051324 and replaced with new magneto P/N
- 6360, S/N 15111167 I/A/W Piper PA46 MM Ch. 74. Timed magneto's and ran engine; no S
defects noted.

MAINTENANCE RELEASE
- The aircraft and/or component identified above was repaired and inspected in accordance with I
current Federal Aviation Regulations nd airworthy for return to service with respect to the
work performed. Perti il e on is-agency under Work Order No:
UZA-102077. Signed (BP) for Skytech, Inc., PO Box 37507, E—

Rock Hill, SC 29732.

CRS# C41R727N

Page 1 of |
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ENGINE LOG

B . - W

580 Airport Road, Rock Hill, SC 29732

, 000" |
Phone: (803) 366-5108 / Fax: (803) 366-5230
Experience the Skytech-Advantage

Engine Log Entry Hobbs: 157.4 Registration #: N350SY
Date: 8/25/16 Make/Model: TIO-540-AE2A
W/O:  UZA-102077 S/N: L-14200-61A

e  #4 cylinder lower magneto lead bad. Repaired ignition lead assembly end at spark plug end
lug I/A/W Champion Aerospace L-1499B Ignition Lead Assembly &

for #4 cylinder lower p
Maintenance Manual. Performed engine maintenance run and checked magneto drop test;

no defects noted.
Adjusted engine RPM I/A/W Piper PA46 MM Ch. 61. Ops check good.

MAINTENANCE RELEASE
The aircraft and/or component identified above was repaired and inspected in accordance with

current Federal Aviation Regulations and was found airworthy for return to service with respect to the
le at this agency under Work Order No:

work performed. Pertinent details of the repair are on fi
UZA-102077._ Signed il (BP) for Skytech, Inc., PO Box 37507,
Rock Hill, SC 29732. CRS# C41R7Z/N

Page 1 of 1
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580 Airport Road, Rock Hill, SC 29732 0.

W Phone: (803) 366-5108 / Fax (803) 366-5230 —
nce the Skytech-Advantage

e e

Engine Log Entry Hobbs: 160.0 Registration #: N350SY
Date: 8/30/16 Make/Model: TIO-540-AE2A
wW/0: UZA-102077 SIN: L-14200-61A -

e Removed and replaced right Slick M-2966 magneto harness (new) P/N 67J20608-P -
(Supplier P/N M2966) I/A/W Piper PA46 MM Ch. 74. Ops check good.

MAINTENANCE RELEASE —

The aircraft and/or component identified above was repaired and inspected in accordance with
current Federal Aviation Regulations and was found airworthy for return to service with respect to the

work performed. Pertinent %jéalls of the repair are on file at this agency under Work Order No: —
UZA-102077. _Signed (CS) for Skytech, inc., PO Box 37507,

Rock Hill, SC 29732. CRS# C41 R727N .

Page 1 of 1



580 Airport Road, Rock Hill, SC 29732

———— w.
WIM Phone: (803) 366-5108 / Fax: (803) 366-5230
Experience the Skytech-Advantage

Engine Log Entry Hobbs: 168.4 Registration #: N350SY
Date: October 14, 2016 Total Time: 168.4 Make/Model: TIO-540-AE2A
S W/O: UZA-102185 S/N: L-14200-61A

Performed a 100 Hour Inspection:
Performed a 100/annual inspection of this engine IAW 14 CFR Part 43, 43.15 and appendix D
(as applicable). Utilized the following checklist: Piper PA-46-350P MM chapter 05-20-00.

— Complied with the following Special Inspections/Overhaul Items/Time Limits per PA46-350P MM,
Section 05-30-00:
e  50hr Check security of injector nozzles
50hr Fuel line, fuel fitting, and fuel injector strainer inspection
100hr Shield and shield termination of electrical harness inspection
100hr V-band couplings for condition and security
100hr Alternator and air conditioning belt tension
100hr Vacuum regulator filter replacement
100hr Magneto 100 hour inspection
250hr Replace TIT Probe (See AD 2011-06-10 & SB 995C)
90day Check fuel filter and clean or replace as required

Owner notified the following items are due:
— e  250hr Lycoming exhaust SB's 521/531

o o - S

~ rrv Forward |
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580 Airport Road, Rock Hill, SC 29732

— Wh’ ydne” Phone: (803) 366-5108 / Fax. (803) 366-5230
Experience the Skytech-Advantage

Airworthiness Directives (AD’s): Checked through Biweekly 2016-20 N
e C/W AD 84-26-02 Paper Induction Air Filters per "NOTE" by inspecting air ﬂlto._er for copdmon.

e S ARSI LTI LD e vy b3

current Federal Aviation Regulations and was found airworthy for return to service with respect to the
work performed. Pertinent details of the repair are on file at this agency under Work Order No:

UZA-102185 —
— Signed m for Skytech, Inc., PO Box 37507, Rock Hill, SC

29732. CRS# C41R727N




580 Airport Road, Rock Hill, SC 29732

: w.
W’/; Phone: (803) 366-5108 / Fax: (803) 366-5230
| . Experience the Skytech-Advantage

Completed the following additional items:

e Lubed and cleaned wastegate for proper operation.
*  Adjusted engine idle/mixture to within limits IAW Piper PA-46-350P MM chapter 76-10-00.

. Installed a new #5 bottom ignition lead sleeve P/N) M2928 and spring P/N) M2929 in

accordance with Champion Aerospace F-1100 Master Service Manual.

Installed a new #2 fuel injector line P/N) LW-12098-0-210 (FAA. 8130-3 WI/O:

127381/3674782 dated: May 13, 2013) in accordance with Lycoming Mandatory Service

Bulletin No. 342G and Service Instruction No. 1301B.

e Washed down engine and nose gear area.

. Performed a compression check IAW Lycoming S| 1191A, dated September 28, 1998.
Utilized compression tester SN: 083A/083B. Compressions are as follows:

e 1-76/80, 2-75/80, 3-77/80, 4-78/80, 5-75/80, 6-77/80.

. Drained oil and took sample. Removed and cut open oil filter, NDN. Removed sump screen
from engine, cleaned and inspected, NDN. Installed a new oil filter PN: CH48103-1 and
safetied. Reinstalled sump screen with a new crush gasket PN: MS35769-21 and safetied.
Serviced engine with 11 quarts of Exxon Elite 20W-50. Work performed per Lycoming SB

480E dated July 13, 2000.




| I

— 580 Airport Road, Rock Hill, SC 29732
“no:
W"’ Phone: (803) 366-5108 / Fax (803) 366-5230
Expernience the Skytech-Advantage

| certify that this ENGINE has been inspected in accordance with a 100-Hour/Annual inspection and
was determined to be in airworthy condition.

MAINTENANCE RELEASE

The aircraft and/or component identified above was renaired and inenactad in arrardanca with —————————

ENGINE LOC;

w /9
Piper



ENGINE LOG

— m
Y 580 Airport Road, Rock Hill, SC 29732 ce
e Phone: (803) 366-5108 / Fax (803) 366-5230 —_—

W/
5 Experience the Skytech-Advantage

Hobbs: 211.9 Registration #: N350SY
Make/Model: TIO-540-AE2A
L-14200-61A -

Engine Log Entry
Date: 1/9/17
W/O: UZA-102260 S/N:

e Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump
screen from engine, cleaned, and inspected, NDN. Installed a new oil filter p/n
CH48103-1 and safetied. Reinstalled sump screen with a new crush gasket p/n
MS35769-21 and safetied. Serviced engine with 11 quarts of Exxon Elite 20w-50. Oil
filter/screen content inspection performed per Lycoming SB 480E.

MAINTENANCE RELEASE
The aircraft and/or component identified above was repaired and inspected in accordance with

current Federal Aviation Regulations and was found airworthy for return to service with respect to the

work performed. Pertinent detgils of the repair are on file at this agency under Work Order No:

UZA-102260. Signed W & (CS) for Skytech, Inc., PO Box 37507,

Rock Hill, SC 29732. CRS# Q#1R727N |
Page 1 of 1 ;
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—y 580 Airport Road, Rock Hill, SC 29732
v, e . .
Phone: (803) 366-5108 / Fax: (803) 366-5230
- Experience the Skytech-Advantage

Engine Log Entry Hobbs: 268.7 Registration #: N350SY
Date:  April 14, 2017 Total: 268.7 Make/Model: TIO-540-AE2A
W/O:  UZA-102196 S/N: L-14200-61A

. Drained oil and took sample. Removed and cut open oil filter - NDN. Removed oil sump suction
screen from engine, cleaned, and inspected - NDN. Installed new oil filter p/n CH48-103-1.
Serviced engine with 11 quarts of Exxon Elite 20W-50. Ran engine - leak check satisfactory. Oil
filter/screen content inspection performed per Lycoming SB 480E.

MAINTENANCE RELEASE
The aircraft and/or component identified above was repaired and inspected in accordance with
current Federal Aviation Regulations and was found airworthy for return to service with respect to the
work performed. Pertin t this agency under Work Order No:
(BP) for Skytech, Inc., PO Box 37507,

Rock Hill, SC 29732.

Page /{ (




ENGINE LOG

580 Airport Road, Rock Hill, SC 29732

Wl’/ Phone: (803) 366-5108 / Fax (803) 366-5230
Experience the Skytech-Advantage

Engme Log Entry Hobbs: 327.1 Registration #: N350SY
Date: August 14, 2017 Make/Model: TIO-540-AE2A
' W/O:  UZA-102487 SIN: L-14200-61A

e Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump
screen from engine, cleaned, and inspected, NDN. Installed a new oil filter p/n
CH48103-1 and safetied. Reinstalled sump screen with a new crush gasket p/n
MS35769-21 and safetied. Serviced engine with 11 quarts of Exxon Elite 20w-50. Oil
filter/screen content inspection performed per Lycoming SB 480E.

MAINTENANCE RELEASE
The aircraft and/or component |dent|f ed above was repalred and inspected in accordance with
oguiz ~ gqjrworthy for return to service with respect to the

e at this agency under Work Order No:
UZA-102487. Signed ‘ - (BP) for Skytech, Inc., PO Box 37507,

Rock Hill, SC 29732.

Page 1 of 1
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580 Airport Road, Rock Hill. SC 29732

b, o
g/yx e(/ ’ Phone: (803) 366-5108 / Fax: (803) 366-5230
Experience the Skytech-Advantage

Engine Log Entry - Hobbs: 375.8 Registration #: N350SY
Date: Sept 29, 2017 Total Time: 375.8 Make/Model: TIO-540-Ae2A
SIN: L-14200-61A

wW/O: UZA102550

Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump
screen from engine, cleaned, and inspected, NDN. Installed a new ail filter p/n
CH48103-1 and safetied. Reinstalled sump screen with a new crush gasket p/n
MS35769-21 and safetied. Serviced engine with 11 quarts of Exxon Elite 20w-50. Qil
filter/screen content inspection performed per Lycoming SB 480E.

MAINTENANCE RELEASE
The aircraft and/or component identified above was repaired and inspected in accordance with

current Federal Aviation Regulations and was found airworthy for return to service with respect to the
work performed. Pertinent details of the repair are on file at this agency under Work Order No:

102550.
% for Skytech, Inc., PO Box 37507, Rock Hill, SC 29732.

C41R727N

Signed

Page 1 of 1
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ENGINE LOG

e 1. . we [ - ST ————— — %
- o 580 Airport Road, Rock Hill, SC 29732 ~ @nce
gﬂh’w' Phone: (803) 366-5108 / Fax: (803) 366-5230 F—
Experience the Skytech-Advantage
Engine Log Entry Hobbs: 405.5 Registration #: N350SY h
Date: 11/14/17 Total Time: 405.5 Make/Model: TIO-540-AE2A
w/O: UZA-102588 S/N: L-14200-61A =%

e  Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump —
screen from engine, cleaned, and inspected, NDN. Installed a new oil filter p/n
CH48103-1 and safetied. Reinstalled sump screen with a new crush gasket p/n ey
MS35769-21 and safetied. Serviced engine with 11 quarts of Exxon Elite 20w-50. Oil
filter/screen content inspection performed per Lycoming SB 480E. —
MAINTENANCE RELEASE
The aircraft and/or component identified above was repaired and inspected in accordance with
current Federal Aviation Regulations and was found airworthy for return to service with respect to the —_—

work performed. Pertinent details of the repair gre on file at this agency under Work Order No: UZA-
102588 Signed 224 C (CS) for Skytech, Inc., PO Box 37507, Rock
Hill, SC 29732. CRS# C41R727N e

Page 1 of 1 -
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5 Experience the Skytech-Advantage

580 Airport Road, Rock Hill, SC 29732
Phone: (803) 366-5108 / Fax (803) 366-5230

——

Hobbs: 407.6

Registration #: N350SY

Engine Log Entry
o Date: Nov 20, 2017 Total Time: 407.6 Make/Model: TIO-540-AE2A
W/0: UZA102588 SIN: L-14200-61A
H-P051193. Installed a new #2 alternator

e Removed #2 alternator P/N ALU-6539-3, S/N
P/N ALU-6539LS-847, S/N H-R021183. All w

CH71.

MAINTENANCE RELEASE
The aircraft and/or component identified above was repair

current Federal Aviation Regulations and was found airwo
work performed. Pertinent details of the repair are on fi

102588.

Signed

S# C41R727N

Page 1 of 1

ork done IAW Piper PA46MM CH24 and

ed and inspected in accordance with
rthy for return to service with respect to the
le at this agency under Work Order No:

B) for Skytech, Inc., PO Box 37507, Rock Hill, SC 29732.
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ENGINE LOG

580 Airport Rd Rock Hill, SC 29730

- g
WM Phone: (803) 366-5108 / Fax: (803) 366-5230
Experience the Skytech-Advantage

Engine Log Entry N350SY W/O: UZA-102711 Date: 4/17/2018
Aircraft: Piper, PA46-350P S/IN: 4636677 ACTT: 476.0 HOBBS: 476.0 ACSN:
Engine: Lyc, TI0-540-AE2A SIN: L-14200-61A ETSN: 476.0 ETSO: ECSN:

— Performed a 100-HOUR/Annual inspection:
Performed a 100/annual inspection of this engine IAW 14 CFR Part 43, 43.15 and appendix D (as applicable). Utilized

the following checklist: Piper PA-46-350P (310/350T) MM chapter 05-20-00.
Complied with the following time limited items: (Reference: Piper PA46 MM, Chapter 4, Chapter 5)

. 50HR Fuel line, Fitting, and Injector Strainer Insp.
° 50HR Qil and filter change
= . 100HR V-band couplings for condition and security
. 100HR Alternator and air-conditioning belt tension
. 100HR Magneto 100 hour inspection (1yr)
- . 250HR Replace turbine inlet temperature (TIT) probe.

250HR Hours time in service or annually, whichever comes first, comply with the latest revisions of Lycoming Service

Bulletins No.521 and 531 (1yr)

e . 500HR Coin tap erosion shield on composite blades.
500HR Magneto inspection. Installed a new left magneto P/N 6363, S/N 17080644 (Champion Aerospace FAA Form

8130-3 WO 45608023-00, dated 24/Aug/2017). Installed a new right magneto P/N 6360, S/N 18020709 (Champion
Aerospace FAA Form 8130-3 WO 45836500-00, dated 28/Feb/2018). All work done IAW Piper PA46 MM CH 74 and

Champion Service Manual F-1100.
. 500Hr Remove propeller: remove sludge from propeller and crankshaft

ey J“ S ]“ -
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580 Airport Rd Rock Hill, SC 29730

.00

Experience the Skytech-Advantage

Phone: (803) 366-5108 / Fax: (803) 366-5230

Complied with the following Airworthiness Directives (AD's): AD's checked thru FAA Release Number: 2018-07.

C/W AD 2015-19-07 Prevent Failure Of External Fuel Injector Lines by inspecting lines and clamps IAW Lycoming
SB342G, dated July 16, 2013. Next inspection due at ACTT 586.0, after overhaul, or after any maintenance has been
done on the engine where any clamp (or clamps) on a fuel injector line (or lines) has been disconnected, moved, or
loosened. Effective date of AD is November 3, 2015.

C/W AD 2017-16-11 Lycoming Engine Connecting Rod Assembly Integrity by excluding engine from applicability
paragraph (c). Engine s/n L-14200-61A is not listed in Table 1 of Lycoming SB 632B and has not been
repaired/overhauled using any replacement part listed in Table 2 of Lycoming SB 632B - no action required. Paragraphs
(h)(1) and (h)(2) still apply - do not install an affected part listed in SB 632B Table 2 and do not install an engine that has
been repaired/overhauled with an affected replacement part. Effective date of AD is August 15, 2017.

Complied with the following Service Bulletins (SB’s):

None complied with at this time.

Completed the following additional items:

Installed a new left alternator belt P/N 37A19773-464, right alternator belt P/N 37A19773-382 and a new air condition
belt P/N 37B19774-460. All work done IAW Piper PA46 MM CH 21 and 24.

Performed a compression check IAW Lycoming SI 1191A, dated September 28, 1998. Utilized compression tester SN:
083A/083B. Compressions are as follows: 1- 76/80, 2- 77/80, 3- 75/80, 4- 77/80, 5- 76/80, 6- 72/80.

Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump screen from engine, cleaned, and
inspected, NDN. Installed a new oil filter p/n CH48103-1 and safetied. Reinstalled sump screen with a new crush gasket
p/n MS35769-21 and safetied. Serviced engine with 11 quarts of Exxon Elite 20W50. Qil filter/screen content inspection
performed per Lycoming SB 480E.

Properly torqued valve rocker cover screws as required. All work done IAW Lycoming engines table of limits SSP-1776.
Degreased engine and nose wheel well area as required.

Tightened oil drain back tubes as required.

Lubed and cleaned waste gate for proper operation.

lo.




ENGINE LOG

‘;?' 580 Airport Rd Rock Hill, SC 29730
H
Phone: (803) 366-5108 / Fax (803) 366-5230
Experience the Skytech-Advantage

Owner Notified the following items are due:
.

Owner notified the following time limited items are due: (Reference: Piper PA46 MM, Chapter 4, Chapter 5)
400HTr Engine valve train condition inspection

I certify that this Engine has been inspected in accordance with a 100-HOUR/Annual inspection and was determined to be in airworthy
condition.
MAINTENANCE RELEASE

The aircraft and/or component identified above was repaired and inspected in accordance with current Fc_aderal Aviation Rggulations and
was found airworthy for return to service with respect to the work performed. Pertinent details of the repair are on file at this agency under

Signed or Skytech, Inc., 580 Airport Rd Rock Hill, SC 29730. CRS# C41R727N

[ N N

, ensl e stlicn.

\

e AN AR S TR T R

Engine

Aircraft:
Engine:
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Wh,w-
Experience the Skytech-Advantage

580 Airport Rd Rock Hill, SC 29730
Phone: (803) 366-5108 / Fax: (803) 366-5230

Engine Log Entry N350SY

W/O: UZA102815 Date: June 29, 2018

Aircraft: PA46-350P S/N: 4636677

ACTT: 545.6 HOBBS: 545.6

Engine: TIO-540AE2A S/N:  L-14200-61A

ETSN: 545.6 HOBBS: 545.6

. Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump screen from
engine, cleaned, and inspected, NDN. Installed a new oil filter p/n CH48103-1 and safetied.
Reinstalled sump screen with a new crush gasket p/n MS35769-21 and safetied. Serviced engine
with 11 quarts of Exxon Elite 20w-50. Oil filter/screen content inspection performed per Lycoming

SB 480E.

MAINTENANCE RELEASE

The aircraft and/or component identified above was repaired and inspected in accordance with current Federal Aviation Regulations and
was found airworthy for return to service with respect to the work performed. Pertinent details of the repair are on file at this agency under

Work Order No: UZA-10281

(BP) for Skytech, Inc., 580 Airport Rd Rock Hill, SC 29730

CRS# C41R727N
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ENGINE LOG

B S_—— —
. g 580 Airport Rd Rock Hill, SC 29730
= 490+
Wlh Phone: (803) 366-5108 / Fax: (803) 366-5230
Experience the Skytech-Advantage
— ==
Engine Log Entry N350SY W/O: UZA-102954 Date: November 9, 2018 :
Aircraft: PA46-350P SIN: 4636677 ACTT: 604.7 HOBBS: 604.7 -
Engine: TIO-540AE2A S/IN:  L-14200-61A ETSN: 604.7 HOBBS: 604.7
. Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump screen from |
Sl engine, cleaned, and inspected, NDN. Installed a new oil filter p/n CH48103-1 and safetied. T
Reinstalled sump screen with a new crush gasket p/n MS35769-21 and safetied. Serviced engine
with 11 quarts of Exxon Elite 20w-50. Oil filter/screen content inspection performed per Lycoming -
SB 480F.
_— MAINTENANCE RELEASE —
The aircraft and/or component identified above was repaired and inspected in accordance with current Federal Aviation Regulations and
was found airworthy for return to service with respect to the work performed. Pertinent details of the repair are on file at this agency under
Work Order No: UZA-102954 .
Signedw zk‘ (JTS) for Skytech, Inc., 580 Airport Rd Rock Hill, SC 29730 CRS# C41R727N
L / | »
T

Carry Forward




No.
Y 580 Airport Rd Rock Hill, SC 29730
W’ o Phone: (803) 366-5108 / Fax: (803) 366-5230
Experience the Skytech-Advantage
Engine Log Entry N350SY W/O: UZA-103128 Date: May 9, 2019

Aircraft:  Piper, PA46-350P S/N: 4636677 ACTT: 689.7 HOBBS: 689.7

Engine: Lyc, TIO-540-AE2A S/N:  L-14200-61A ETSN: 689.7
Performed a 100-HOUR/Annual inspection: . .

. Performed a 100/annual inspection of this engine IAW 14 CFR Part 43, 43.15 and appendix D (as applicable). Utilized

the following checklist: Piper PA-46-350P (310/350T) MM chapter 05-20-00.

Complied with the following time limited items: (Reference: Piper PA46 MM, Chapter 4, Chapter 5.

. TIME LIMITED ITEMS - 50HR

. SOHR Check security of injector nozzles (Due 1st S50HR)

. S0HR Fuel line, Fitting, and Injector Strainer Insp - -

. 50HR Oil and filter change

. TIME LIMITED ITEMS - 100HR

. V-band couplings for condition and security -

. Alternator and air-conditioning belt tension

. Control cable fitting "standard" inspection

. Magneto 100 hour inspection (1yr) -

N . TIME LIMITED ITEMS - 250HR .

. Replace turbine inlet temperature (TIT) probe. : L

Complied with the following Airworthiness Directives (AD’s): AD's checked thru FAA Release Number: 2019-09. -

C/W AD 84-26-02 Paper Induction Air Filters per "NOTE" by installation of new air filter P/N 561-020. Air filter is due for

inspection at ACTT 789.7 or 05/13/2020. Replacement is due at ACTT 976.0 or as necessary based on condition. ' .
Effective date January 29, 1985. _— . .
. C/W AD 2011-06-10 - Replaced Turbine inlet temperature probe (P/N 686-216) IAW Piper PA-46-350P MM chapter 77-

20-00. Due again at 939.7.Effective date 5/6/2011). S

. 5 = . .




I

’* 580 Airport Rd Rock Hill, SC 29730

}W.
Phone: (803) 366-5108 / Fax: (803) 366-5230
Experience the SkytechrAdvantage =
. C/W AD 2015-19-07 Prevent Failure Of External Fuel Injector Lines by inspecting lines and clamps IAW Lycoming
SB342G, dated July 16, 2013. Next inspection due at ACTT 689.7, after overhaul, or after any maintenance has been B
done on the engine where any clamp (or clamps) on a fuel injector line (or lines) has been disconnected, moved, or
loosened. Effective date of AD is November 3, 2015.
Complied with the following Service Bulletins (SB's): —_—
. C/W Piper mandatory SB 995C Turbine Inlet Temperature System Calibration and Probe Replacement by installing
new probe p/n 686-216 IAW Part 3 instructions 1 and 2. Next probe replacement due in 250 hours at ACTT 939.7 hours.
Effective date of the SB is June 18, 2009. a——
Complied with the following Service Letters (SL's):
. None performed at this time.
Completed the following additional items: _—
. Performed a compression check IAW Lycoming SI 1191A, dated September 28, 1998, Utilized compression tester SIN
083A/083B. Compressions as follows: 1- 70/80, 2- 75/80, 3- 75/80, 4- 75/80, 5- 75/80, 6- 70/80. |
. Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump screen from engine, cleaned, and T
inspected, NDN. Installed a new oil filter p/n CH48-103-1 and safetied. Reinstalled sump screen with a new crush gasket |
xxon Elite 20W50. Oil filter/screen content inspection .

p/n MS35769-21 and safetied. Serviced engine with 11 quarts of E
performed per Lycoming SB 480F.
. Installed five RHB36S spark plugs.
. Performed post inspection run-up, no defects noted
Owner Notified the following items are due:
250HR Hours time in service or annually, whichever comes first, comply with the latest revisions of Lycoming Service
Bulletins No.521 and 531 (1yr)
. 400Hr Engine valve train condition inspection
500Hr Every two 2 yrs or after 500hrs, whichever occurs first, check that the fuel transmitter floats and fuel strainers are
secure and unobstructed (2yrs) 2
. 600Hr replacement of Upper and Lower vacuum pumps

-

in airworthy

| certify that this Engine has been inspected in accordance with a 100-HOUR/Annual inspection and was determined to be

condition. MAINTENANCE RELEASE
The aircraft and/or component identified above was repaired a Federal Aviation Regulations and
was found airworthy for return to service with respect to the wo

o -
Sig (BP) for Skytech, Inc., 580 Airport Rd Rock Hill, SC 29730.

nd inspected in accordance with current
rk performed. Pertinent details of the repair are on file at this a

gency under
CRS# C41R727N

1
|
|
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580 Airport Rd Rock Hill, SC 29730

! Phone: (803) 366-5108 / Fax (803) 366-5230
Experience the Skytech-Advantage

i

Engine Log Entry N350SY W/O: UZA-103141  Date: May 24, 2019
| Aircraft: Piper, PA46-350P SIN: 4636677 ACTT: 694.7 HOBBS: 694.7
- Engine: Lyc, TIO-540-AE2A SIN: L-14200-61A
Propeller: Hartzell, HC-I3Y1R SIN: NY263B

— . Removed #1 alternator PN: 680-516 (ALU-6539-4) SN: H-P051188. Installed (New) #1 alternator PN: 680-516
(ALU-6539-4) SN: H-T012528. Piper 8130-3 WO# ST0933057 Date: 19/Mar/2019. Work performed IAW Piper PA-

46-350P MM Chapt 24, 70, and 71.

. Retimed LH and RH magnetos. Work performed IAW Piper PA-46-350P MM Chapt 74.

The aircraft and/or component identified above was repaired and inspected in accordance with current Federal Aviation Regulations and
was found airworthy for return to service with respect to the work performed. Pertinent details of the repair are on file at this agency under

Work Order -
Sig - . . (JS) for Skytech, Inc., 580 Airport Rd Rock Hill, SC 29730. CRS# C41R727N

L %4
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ENGINE LOG
- M

580 Airport Rd Rock Hill, SC 29730

’w.
Phone: (803) 366-5108 / Fax: (803) 366-5230 v
Experience the Skytech-Advantage

|

|

_Engine Log Entry H N350SY W/O: UZA-103152  Date: August 19, 2019
— Aircraft: _Piper, PA46-350P SIN: 4636677 ACTT: 709.4 HOBBS: 709.4
Engine: Lyc, TIO-540-AE2A____ S/N: _L-14200-61A )

Propeller: Hartzell, HC-I3Y1R S/N: NY263B

Installed overhauled fuel injector servo (P/N AV2549038-4, S/N AV20797783) IAW Piper PA46-350P MM CH
20/70/76 and Lycoming TIO-540-AE2A MM. AvStar Fuel Systems WO# 508411, CRS#V1RR580Y, dated August

7,2019. Completed several full power ground runs. No defects noted.

L ]

MAINTENANCE RELEASE
The aircraft and/or component identified above was repaired and inspected in accordance with current Federal Aviation Regulations and  was

with respect to the work performed. Pertinent details of the repair are on file at this agency under Work

found airworthy for return to seryi
— Order No: -10315 %‘3
Signed > (KR) for Skytech, Inc., 580 Airport Rd Rock Hill, SC 29730. CRS# C41R727N

Ti



S 580 AIRPORT RD

' " ROCK HILL, SC 29732
p "
/y United States

Phone:  803-366-5108 / Fax: 803-366-5230

| N350SY W/O: UZA-111 Date: February 06, 2020

S/N: L-14200-61A ACTT: 765.50 HOBBS: 765.50 ACSN:

Engine Discrepancies

e Drained oil and took sample. Removed and cut open oil filter, NDN. Removed sump screen from engine, cleaned and inspected, NDN. Installed a
new oil filter PN: CH48103-1 and safetied. Reinstalled sump screen with a new crush gasket PN: MS35769-21 and safetied, Serviced engine with 11
quarts of Aeroshell 15W50 . Oil filter/screen content inspection performed, Ran engine - leak check satisfactory. Work performed per Lycoming SB
480F.

MAINTENANCE RELEASE

This aircraft and/or component identified above was repaired and inspected in accordance with current Federal Aviation Regulations
and was found airworthy for return to service with respect to the work performed. Pertinent detail of the repair are on file at this
agency under Work Order No: UZA-111.

wLTL

Signed for SKYTECH - UZA - MAINTENANCE, 580 AIRPORT RD, SC 29732 CRS#: C41R727N




ENGINE LOG

"'»' 580 AIRPORT Rp

0, P ROCK HILL, SC 2973;
United States
Phone:  803-366-5108 /  Fax: 803-366-5230
Engine Log Entry | N350SY  w/0:Uza-195 Date: May 15, 2020 o
Engine: TIO-540-AE2A S/N: L-14200-61A ETSN: 804.70
Engine Inspection

® Performed an annual/100 hour inspection of this engine IAW 14 CFR Part 43, § 43.15 and appendix D (as applicable). Utilized the following checkiist:
Piper PA-46-350P MM chapter 5.

Engine Discrepancies

® Ran engine. Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump screen from engine, cleaned, and inspected, NDN.
Installed a new oil filter p/n CH48103-1 and saftied. Reinstalled sump screen with a new crush gasket p/n MS35769-21 and saftied. Serviced engine
with 11 quarts of Aeroshell 15w50. Ran engine. Leak check satisfactory. Oil filter/screen content inspection performed per Lycoming SB 480F.

® Performed a compression check. Utilized compression tester s/n SKY0083. Compressions as follows: 1- 76/80, 2- 78/80, 3- 75/80, 4- 76/80, 5- 78/80,
6- 74/80.

® Torqued rocker cover screws as required IAW Lycoming Service Table of Limits (SSP-1776-4).
® Retorqued oil drainback tubes as required.

¢ Removed upper vacuum pump P/N AA441CC-17 S/N 08XYO01 and installed an overhauled upper vacuum pump P/N AA441CC-17, S/N 0CDG04 (Aero
Accessories LLC FAA Form 8130-3 WO# 10CDG-0000, dated 02/04/2020 under CRS# YV4R688M). All work performed IAW PA46-350P MM CH 37.

® Adjusted engine manifold pressure to within limits JAW Piper PA-46-350P MM chapter 76.
¢ Removed worn lower vacuum pump PN AA442CW-6 SN 090205 and installed overhauled lower vacuum pump PN AA442CW-6 SN 05P510 (Aero
Accessories LLC FAA Form 8130-3 dated 02/19/2019 under WO # 105P5-0000 under CRS YV4R688M). Work performed IAW PA46-350P MM CH 37.

® Adjusted air conditioning compressor and alternator 1 and 2 drive belt tensions IAW Piper PA-46 MM chapters 21 and 24.

Total ; _ i
Cdrfy"ronvuru“' X ' T - .
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580 AIRPORT RD
ROCK HILL, SC 29732
United States

Phone:  803-366-5108 /  Fax: 803-366-5230

® Installed new spark plug PN: RHB36S in %4 ‘l&wg position. Work performed IAW Piper PA-46-350P MM. CH. 74.
) w

¢ Degreased engine and nose wheel bay as requnred.“ o fﬁe

® Installed new LH exhaust crossover pipe PN 40819850, ’/ f 5’ (424

Engine Time Limit items

¢ (/W 50 hour fuel line, fuel fittings, and fuel injector inlet strainer inspection IAW Piper PA-46-350P MM chapter 73.

® (/W 100 hour/1 year magneto inspection IAW Piper PA-46-350P MM chapter 74.

¢ C/W 12 month/250 hour turbocharger, tailpipe, and exhaust system slip joint inspections IAW Piper PA-46-350P MM chapter S and Lycoming Service
Bulletins 521 and 531C.

® C/W 250 hour turbine inlet temperature probe replacement by installing new probe p/n 686-216 1AW Piper PA-46-350P MM chapter 77 and AD
2011-06-10.

Airworthiness Directives

® Airworthiness Directives checked thru FAA Bi-Weekly 10-2020.

¢ C/W AD 2015-19-07 Prevent Failure Of External Fuel Injector Lines by inspecting lines and clamps IAW Lycoming SB342G, dated July 16, 2013. Next
inspection due at ACTT 914.7, after overhaul, or after any maintenance has been done on the engine where any clamp (or clamps) on a fuel injector
line (or lines) has been disconnected, moved, or loosened. Effective date of AD is November 3, 2015.

® C/W AD 2011-06-10 Turbine Inlet Temperature Indicating System Calibration And Probe Replacement by installing new probe p/n 686-216 1AW
compliance paragraph (g) and Piper SB 995C . Next replacement due in 250 hours at ACTT 1054.7. Verified previous incorporation of Appendix 2 of
this AD into emergency procedures section of POH IAW paragraph (g)(4). Effective date of AD is May 6, 2011.

Service Bulletins and Letters
® /W 250 Hours time in service or annually, whichever comes first, comply with the latest revisions of Lycoming Service Bulletins No.521 and 531




ENGINE LOG

—
580 AIRPORT RD
= ROCK HILL, SC 29732
United Stateg

Phone:  803-366-5108 /  Fax: 803-366-5230

MAINTENANCE RELEASE

—_— I certify that this aircraft and/or component identified above was repaired and inspected in accordance with the inspections
documented within this maintenance record entry and current Federal Aviation Regulations and was found airworthy for return to

service with respect to the wogk performed. Pertinent detail of the repair are on file at this agency under Work Order No:
—— UZA'lgsu

Signed

(JD) for SKYTECH - UZA - MAINTENANCE, 580 AIRPORT RD, SC 29732 CRS#: C41R727N

Tot .

oTete’s
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|
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|
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Carry Forward
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- o 580 AIRPORT RD
I ROCK HILL, SC 29732
)y 1 United States

Phone:  803-366-5108 / Fax: 803-366-5230

[Aircraft Log Entry | N3sosy  w/o:uza-262 Date: August 05, 2020

Aircraft: PA-46-350P S/N: 4636677 ACTT: 852.60 HOBBS: 852.60 ACSN:

Airframe Discrepancies

e  Adjusted passenger door seal work performed IAW Piper PA-46-350P MM Chapt 52.

e  Updated aircraft databaes.
Nav Data Cycle 2008 Effective Date: 16 Jul 2020 - 13 Aug 2020
Standby Nav Data Cycle 2009 Effective Date: 13 Aug 2020 - 10 Sep 2020
Airport Directory Cycle 20D4 Effective Date: 16 Jul 2020 - 10 Sep 2020
Obstacles Cycle 20B4 Effective Date: 16 Jul 2020 - 10 Sep 2020
Safe Taxi Cyle 2054 Effective Date: 16 Jul 2020 - 10 Sep 2020
Electronic Charts Cycle 16-2020 Issue Date: 07 Aug 2020.
Work performed IAW Piper PA-46-350P MM Chapt 34.

MAINTENANCE RELEASE

This aircraft and/or component identified above was repaired and inspected in accordance with current Federal Aviation Regulations
and was found airworthy for return to service with respect to the work performed. Pertinent detail of the repair are on file at this
agency under Work Order No: UZA-262.

Signe: ‘ for SKYTECH - UZA - MAINTENANCE, 580 AIRPORT RD, SC 29732 CRS#: C41R727N

» No.




ENGINE LOG

-

"‘# 580 AIRPORT RD

ly ',J. frd ROCK HILL, SC 29732 =
United States

Phone:  803-366-5108 /  Fax: 803-366-5230

- - ] \
‘Engine Log Entry y* N350SY W/0: UZA-262 Date: August 05, 2020
Engine: TIO-540-AE2A S/N: L-14200-61A ETSN: 852.60 ETSO: ECSN: T
Engine Discrepancies
® Ran engine. Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump screen from engine, cleaned, and inspected, NDN.
Installed a new oil filter p/n CH48103 1 and saftied. Reinstalled sump screen with a new crush gasket p/n MS35769 21 and saftied. Serviced engine
with 11 quarts of Aeroshell 15w50. Ran engine. Leak check satisfactory. Oil filter/screen content inspection performed per Lycoming SB 480F.
———
—— MAINTENANCE RELEASE

This aircraft and/or component identified above was repaired and inspected in accordance with current Federal Aviation Regulations
and was found airworthy for return to service with respect to the work performed. Pertinent detail of the repair are on file at this

— Signed or SKYTECH - UZA - MAINTENANCE, 580 AIRPORT RD, SC 29732 CRS#: C41R727N

——— R

T
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Carry rorwara Rl




ROCK ge (MRPORT Rpy
366-51 LU' SC 29733
08 /  Fax: nited States

.:g use 051 2020

— ECSN:

€, cleaned, and i
21 ; and inspected

d and saftied. Serviced e'nNiDN.
d per Lycoming SB 480

Federal'Aviation Regulations
1e repair are on file at this

: C41R727N

ot T R SN TSR D -

Engine Discrepancies

Ran engine. D
and inspected,
saftied. Serviced
Lycoming SB 480F.

- ___,_»' 580 AIRPORT RD
e < ROCKHILL, SC 29732 =
; United States
Phone:  803-366-5108 /  Fax. 803-366-5230
— —— -
Engine Log Entry N350SY  W/O: UZA-487 Date: February 04,2021 A
Dzngine: TIO-540-AE2A S/N: L-14200-61A ETSN: 884.50 ETSO: ECSN: ‘

NDN. Removed sump screen from engine, cleaned,
with a new crush gasket p/n MS35769-21 and

using kit p/n PSKYS. Removed and cut open oll filter,
screen content inspection performed per

r p/n CH48103-1 and saftied. Reinstalled sump screen

rained oil and took a sample
engine. Leak check satisfactory. Oil filter/

NDN. Installed a new oil filtes
engine with 11 quarts of Aeroshell 15W-50. Ran

with current Federal Aviation Regulations

MAINTENANCE RELEASE
This aircraft an tified above was repaired and inspected in accordance
and was found ent detail of the repair are on file at this

agency W Order No: UZA-487.
0 AIRPORT RD, SC 29732 CRS#: CA1R727N

Signed

d/or component iden
airworthy for return

to service with respect to the work performed. Pertin

for SKYTECH - UZA - MAINTENANCE, 58
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ENGINE LOG

580 AIRPORT RD
ROCK HILL, SC 29732
United States
Phone:  803-366-5108 / Faxc 803-366-5230
| Engine Log Entry N350SY W/0: UZA-587 Date: April 20, 2021
Engine: TIO-540-AE2A S/N: L-14200-61A ETSN: 920.30 ETSO: ECSN:

Engine Inspection

Performed an annual/100 hour inspection of this engine IAW 14 CFR Part 43, § 43.15 and appendix D (as applicable). Utilized the following checkiist:

Piper PA-46-350P MM chapter 5.

Engine Discrepancies

Ran engine. Drained oil and took a sample. Removed and cut open oil filter, NDN. Removed sump screen from engi

. A g engine, cleaned, and inspected, NDN.
Iqstalled a new oil filter p/n CH48103-1 and saftied. Reinstalled sump screen with a new crush gasket p/n MS35769-21 and saftied. Serviced engine
with 11 quarts of 15W-50. Ran engine. Leak check satisfactory. Qil filter/screen content inspection performed per Lycoming SB 480F.

. - ocme -

Carry Forw

Performed a compression check. Utilized compression tester s/n SKY0083. Compressions as follows: 1- 75/80, 2- 80/80, 3- 75/80, 4~ 80/80, 5~ 70/80,

6- 73/80.
Removed propeller, installed one new crackshaft

required. installed new alternator and air conditioning compressor belts (PN: 37A19773-464, 37A19773-382,

seal PN: LW15628 , new prop o-ring PN: 755-800, reinstalled propelier and torqued/safetied as

required. Work performed IAW Piper PA46-350P MM Ch 21, 24, 61 & 70. Lycoming OH Manual 60294-7.

Adjusted propeller RPM to proper specifications.

All work done IAW Piper PA46 MM CH 61.

37A19774-460) and tensioned as

Installed new spark plugs PN: RHB36S in #2 upper & #6 lower positions. Work performed IAW Piper PA-46-350P MM. CH. 74.

Removed wastegate controller PN: 481008-0033
controller PN: 481008-0033 (48E21297) SN: VC-

470954-0007 (47E21296) SN: H-QCN00131, ATC 8130-3 WO# 40493,

& Lycoming Overhaul Manual 60294-7.

ard

SN: H-SCN00063 and wastegate

PN: 470954-0007 SN: H-SENQ0114. Instalied Overhauled wastegate

L0102 . ATC 8130-3 WO# 40494, Date: 15/Apr/2021. Installed Overhauled wastegate PN:

Date: 15/Apr/2021. Work performed IAW

Piper PA-46-350P MM Chagt 76,81

e s e < L e —— = o ot e




580 AIRPORT RD

- 'ri ’ ROCK HILL, SC 29732
k Yo/ 25 United States
Phone:  803-366-5108 / Fax: 803-366-5230

e Installed a repaired Tail pipe heater Assembly PN 40B22295, ( Repaired by Acorn Welding LTD, FORM 1 W/O# 46671 dated 7/Auq/2020), work done
IAW Piper PA46-350P MM CH 81, Lycoming Service Table of Limits (SSP-1776-4) and Lycoming SB's 521 and 531.

e Installed new LH exhaust crossover pipe PN 40B19850 & intermediate pipe PN 40B19974. Work performed [AW Piper PA46-350P MM CH 81,
Lycoming Service Table of Limits (SSP-1776-4) and Lycoming SB's 521 and 531.

e Installed RH intercooler retainer clip assembly P/N 89082-005. All work done IAW Piper PA46-350P MM CH 81.
Engine Time Limit items

® /W 50 hour fuel line, erl fittings, and fuel injector inlet strainer inspection 1AW Piper PA-46-350P MM chapter 73.

e C/W 100 hour/1 year magneto inspection IAW Piper PA-46-350P MM chapter 74.

e C/W 500 hour magneto inspection by installing new Magnetos, removed RH magneto PN: 6360 SN: 18020209. Installed new RH Magneto PN: 6360
SN: 19070037. Champion Aerospace FAA Form 8130-3 WO# 0046114953-000, Dated: 16/Jul/2019 with Approval #307231427. removed LH magneto
PN: 6363 SN: 17080644. Installed new LH Magneto PN: 6363 SN: 20110701. Champion Aerospace FAA Form 8130-3 WO# 0046379428-000, Dated:
25/Nov/2020 with Approval #307231427 Work performed IAW Piper PA-46-350P MM Chapt 74.

e C/W 12 month/250 hour turbocharger, tailpipe, and exhaust system slip joint inspections IAW Piper PA-46-350P MM chapter 5 and Lycoming Service
Bulletins 521 and 531C.

Airworthiness Directives
*  Airworthiness Directives checked thru FAA Bi-Weekly 2021-08.

e C/W AD 2015-19-07 Prevent Failure Of External Fuel Injector Lines by inspecting lines and clamps IAW Lycoming SB342G, dated July 16, 2013. Next
inspection due in 110 hours TIS, after overhaul, or after any maintenance has been done on the engine where any damp (or clamps) on a fuel
injector line (or lines) has been disconnected, moved, or loosened. Effective date of AD is November 3, 2015.

Service Bulletins and Letters

®  C/W 250 Hours time in service or annually, whichever comes first, comply with the latest revisions of Lycoming Service Bulletins No.521

—~ | : '_i




|

| I’\-‘,

ENGINE LOG

> 580 AIRPORT RD

e ROCK HILL, SC 26732

k Ty Aok United States
Phone:  803-366-5108 / Fax  803-366-5230

and 531

MAINTENANCE RELEASE

I certify that this aircraft and/or component identified above was repaired and inspected in accordance with the inspections
documented within this maintenance record entry and current Federal Aviation Regulations and was found airworthy for return to
service with respect to the work performed. Pertinent detail of the repair are on file at this agency under Work Order No:

UZA-587.

Signed for SKYTECH - UZA - MAINTENANCE, 580 AIRPORT RD, SC 29732 CRS#: C41R727N
Premier Air Inc P ey Date: 01/12/2022
716 Jack Dellinger Drive m N350SY
Iron Station, NC 28080 Ic IQI' Type Eng: TIO-540-AE2A
(704)748-1554 AII‘ Eng S/N: L-14200-61A
TSNEW: 1001.7 TACH: 1001.7

1) Drained oil and changed filter (CH48110-2). Cut filter open and inspected, no visible debris. Serviced

oil with 11 quarts Aero Shell 15W-50.

I certify that this engine has been SERVICED in accordance with the manufacturer’s service manual and FAR
43, appendix D, it has been found to be in airworthy condjigon and has D TO SERVICE.

M S

sadssmasssalevnmmmrelessssanaliomne.,

L L SR



580 AIRPORT RD O.

580 AIRPORT RD | ;
" SC St ROCK HILL, SC 29732
United States = | 7 4 e United States
. 803-
S ) Phone: 803-366-5108 / Fax: 803-366-5230
P ———— e
- —— —_—
/ ST - T . - > A N
mlml.og Entry ; - kK N350SY W/O: 02WO0-1015 Date: March 24, 2022 ‘
tions i - Engine: TIO-540-AE2A S/N: L-14200-61A ETSN: 1,022.40 ETSO: ECSN:
r return to .
r No: ' Engine Inspection
\ - e performed an annual/100 hour inspection of this engine IAW 14 CFR Part 43, § 43.15 and appendix D (as applicable). Utilized the following checklist: —_—
piper PA-46-350P MM chapter 5.

Engine Discrepancies
n from engine, cleaned, and inspected,

e Ranengine. Drained oil and took a sample using. Removed and cut open oil filter, NDN. Removed sump screel
n with @ new crush gasket p/n MS35769-21 and saftied. Serviced

NDN. Installed a new oil filter p/n CH48103-1 and saftied. Reinstalled sump scree
engine with 11 quarts of aeroshell W100. Ran engine. Leak check satisfactory. Oil filter/screen content inspection performed per Lycoming SB 480F.

e performed a compression check. Utilized compression tester s/n SKY0083. Compressions as follows: 1- 80/80, 2- 79/80, 3- 74/80, 4- 75/80, 5 77/80, ' 4‘

6- 77/80.

e Removed #1 cylinder P/N LW-12988, S/N 119214, because of low compression. Installed repaired cylinder P/N LW-
8130 W/O: 26824 dated 4/Nov/2021). Al work done IAW Lycoming overhaul manual, Lycoming Operators Manual (60297
Table of Limits (SSP-1776) and Service Instruction No. 1029D.

dle mixture rise to proper specifications. Work

tion. Work performed IAW Piper PA-46-350P MM. CH. 74.

ed IAW Piper PA-46-350P MM Chapt 74.

12988, S/N 121738 (FAA Form
-27), Lycoming Service

performed IAW Piper PA46-350P MM. CH. 76.

- ,,__’u,-‘._w.__,..._,._

e Adjusted engine idle speed and i
e Installed new spark plugs PN: RHB36S in # 5 lower posi
o Adjusted right & left Magneto timing to proper specifications Work perform
e  Adjusted engine manifold pressure to within limits IAW Piper PA-46-350P MM chapter 76.

Engine Time Limit items
e /W 50 hour fuel line, fuel fittings, and fuel injector inl

b e

et strainer inspection IAW Piper PA-46-350P MM chapter 73.




ENGINE LOG

580 AIRPORT RD

""’?. ROCKHILL, SC 29732 ==
ine U'nined States
’k Phone:  803-366-5108 / Fax: 803-366-5230

—_—

e (/W 100 hour/1 year magneto inspection IAW Piper PA-46-350P MM chapter 74.

Il

|

_— Airworthiness Directives '
——

e  Airworthiness Directives checked thru FAA Bi-Weekly 2022-06.

e C/W AD 2015-19-07 Prevent Failure Of External Fuel Injector Lines by inspecting lines and clamps IAW Lycoming SB342G, dated July 16, 2013. Next
inspection due in 110 hours TIS, after overhaul, or after any maintenance has been done on the engine where any clamp (or clamps) on a fuel —_—

injector line (or lines) has been disconnected, moved, or loosened. Effective date of AD is November 3, 2015.

MAINTENANCE RELEASE —
I certify that this aircraft and/or component identified above was repaired and inspected in accordance with the inspections
documented within this maintenance record entry and current Federal Aviation Regulations and was found airworthy for return to
service with respect to the work performed. Pertinent detail of the repair are on file at this agency under Work Order No: —
02WO0-1015.
Signed m—(m ) for SKYTECH - UZA - MAINTENANCE, 580 AIRPORT RD, ROCK HILL, SC 29732 CRS#: C41R727N
- E—
- —
b pom——
1
Carry Forward I -
—




580 AIRPORT RD

, ROCK HILL, SC 29732

ine- United States
Phone:  803-366-5108 / Fax: 803-366-5230

N350SY W/0: 02W0-1024 Date: May 20, 2022

S/N: L-14200-61A ETSN: 1,032.60 ETSO: ECSN:

Engine: TIO-540-AE2A

Engine Time Limit items
C/W 250 hour turbine inlet temperature probe replacement by installing new probe p/n 686-216,
2011-06-10.

Airworthiness Directives

e C/W AD 2011-06-10 Turbine Inlet Temperature Indicating System Calibration And Probe Replacement by installing new probe p/n 686-216 IAW
compliance paragraph (g) and Piper SB 995C . Next replacement due in 250 hours. Verified previous incorporation of Appendix 2 of this AD into

emergency procedures section of POH 1AW paragraph (g)(4). Effective date of AD is May 6, 2011.

. IAW Piper PA-46-350P MM chapter 77 and AD

Service Bulletins and Letters

e (/W Piper mandatory SB 995C Turbi
3 jnstructions 1 and 2. Next probe re|

ne Inlet Temperature System Calibration And Probe Replacement by installing new probe p/n 686-216, IAW Part

placement due in 250 hours. Effective date of the SB is June 18, 2009.

MAINTENANCE RELEASE
This aircraft and/or component identified above was repaired and inspected in accordance with current Federal Aviation Regulations
and was found airworthy for return to service with respect to the work performed. Pertinent detail of the repair are on file at this

agency under Work Order No: 02WO0-1024.

Signed - for S - UZA - MAINTENANCE, 580 AIRPORT RD, ROCK HILL, SC 29732 CRS#: C41R727N

e — l




ENGINE LOG
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— - ——_ e —
%
#— 580 AIRPORT RD
/(. ine- ROCK HILL, SC 29732
United States
4'0 Phone:  803-366-5108 / Fax: 803-366-5230
EnginelogEntry ... .. .. N350SY  W/O:02WO0-1103  Date: June 28, 2022
Engine: TIO-540-AE2A S/N: L-14200-61A ETSN: 1,038.00 ETSO: ECSN:
Engine

®  Tightened oil drain back tubes, IAW Lycoming Service Table of Limits (SSP-1776-4).

MAINTENANCE RELEASE
This aircraft and/or component identified above was repaired and inspected in accordance with current Federal Aviation Regulations

and was found airworthy for return to service with respect to the work performed. Pertinent detail of the repair are on file at this
agency under Work Order No: 02WO0-1103.

- UZA - MAINTENANCE, 580 AIRPORT RD, ROCK HILL, SC 29732 CRS#: C41R727N

Carry Forward [




— 580 AIRPORT RD
o ROCK HILL, SC 29732
e é United States

Phone: 803-366-5108 /  Fax: 803-366-5230

R e wA e SR

) rs oy

N350SY W/0: 02WO0-1265

£ - Y
NS ?;’"51‘;‘4'2"!“ .'2.‘ Cioaet

Date: September 23, 2022

Engine: TIOS540AE2A S/N: L-14200-61A

ETSN: 1,063.70

Engit.e Discrepancies

)

)
* Removed six engine cylinders PN: LW-12988 SN: 14015

PN: LW-12988 SN: A095123, A0941210, A095127, A268111

Lycoming SI 1427C. Work performed 1AW Piper PA-46-350P MM Chapt 70,71,73, 74,
94-7. Lycoming Operator and Installation Manual 60297-27.

Installed 12 new rocker arm shafts PN: 72626 SN: NSN as required. Work performed IAW Lycoming Overhaul Manual 60294-7.
Engine Airworthiness Directives

¢ C/WAD 2015-19-07 Prevent Failure Of External Fuel Injector Lines by inspecting lines and clamps IAW Lycoming SB342G, dated July 16, 2013. Next
inspection due after 110 hours in service, after overh

aul, or after any maintenance has been done on the engine where any clamp (or clamps) on a
fuel injector line (or lines) has been disconnected, moved, or loosened. Effective date of AD is November 3, 2015.




ENGINE LOG

=\

jence the Skytech-Advantage

L= . I

200 Airport Drive, Westminster, Maryland 21157
Phone: (410) 574-4144 | Fax (410) 8486451

| - EngineLog Entry | N350SY W/O: 01WO-1586 Date: October 7, 2022 j _ A
[ Aircraft: PA-46-350P SIN: 4636677 ACTT: 1066.7 HOBBS: 1066.7 ACSN: - 1 ‘ '
| Engine: TIO-540-AE2A SIN: _L-14200-61A ETSN: 1066.7 ETSO: - ECSN: - —

Performed a 100-HOUR Inspection:

Performed an annual/100 hour inspection of this engine IAW 14 CFR Part 43, § 43.15 and appendix D (as applicable). Utilized the
following checklist: Piper PA-46-350P MM chapter 5.

ti per Chapter 05-30-00:

Complied with the following Special Insp
C/W 50 hour fuel line, fuel fittings, and fuel injector inlet strainer inspection IAW Piper PA-46-350P MM chapter 73.

C/W 100 hour/1 year magneto inspection IAW Piper PA-46-350P MM chapter 74.

C/W Piper VSP 244A Lycoming Service Letter L264A - Slick Magneto Drift by inspecting magneto to engine timing IAW Champion
SL 4300/6300-74-20-001. LH and RH magneto timing drift is 4 degrees or less - re-timed magnetos to engine as needed. (LH drift
1 degrees, RH drift 0 degrees) Recurring inspection due at annual or 100 hour inspection. Effective date of VSP is March 8, 2016.

C/W 12 month/250 hour turbocharger, tailpipe, and exhaust system slip joint inspections IAW Piper PA-46-350P MM chapter 5 and

Lycoming Service Bulletins 521 and 531C.
C/W 12 month/100 hour propeller lubrication IAW Piper PA-46-350P MM chapter 5.

Complied with the following Airworthiness Directives:
C/W AD 2015-19-07 Prevent Failure Of External Fuel Injector Lines by inspecting lines and clamps IAW Lycoming SB342G, dated

July 16, 2013. Next inspection due at ACTT 1,176.7 after overhaul, or after any maintenance has been done on the engine where
any clamp (or clamps) on a fuel injector line (or lines) has been disconnected, moved, or loosened. Effective date of AD is

Completed the following additional items:

November 3, 2015.

—

Performed a compression check. Utilized compression tester s/n SKY1006. Compressions as follows: 1- 78/80, 2- 76/80, 3- 75/80,

4- 77180, 5- 78/80, 6- 77/80.

| certify that this Engine has been inspected in accordance with a 100-HOUR inspection and was determined to be in airworthy condition.

~ Carry Forward [

o
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Signature Certificate No.
ﬂﬂ" 9.mﬂfb¢

| — s
| ————r

200 Airport Drive, Westminster, Maryland 21157

$n0- Phone: (410) 574-4144 | Fax: (410) 848-6451 —_—

Experience the Skytech-Advantage

B Removed brake reservoir and installed new brake reservoir P/N 575-012 IAW Piper PA-46-350P AMM chapter 32-40-00.
Removed broken brake shim and installed new LH brake shim P/N 068-01100 |IAW Piper PA-46-350P AMM chapter 32-40-00
Installed chafe tape and touched up missing paint on LH and RH flaps IAW Piper Pa-46-350P AMM Chapter 20-00-00.

. Installed new LH intercooler clip P/N89082-005 IAW Piper PA-46-M350P AMM Chapter 71.

« Tightened LH flap belicrank rod end jam nut IAW Piper PA-46-350P AMM Chapter 27-50-00
| certify that this AIRCRAFT has been inspected in accordance with an ANNUAL inspection and was determined to be in airworthy condition. e

MAINTENANCE RELEASE . o _
The aircraft and/or component identified above was repaired and inspected in accordance with current Federal Aviation Regulations and —

was found airworthy for retumn to service withrespect to the work performed. Pertinent details of the repair are on file at this agency under
' *lale

for Skytech, Inc., 200 Airport Dr., Westminster, MD 21157. CRS# LF1R294K _




N350SY Piper PA-46-350P SN:4636677 Lycoming TIO-540-AE2A Hobbs:1107.4 Date:1/2/2023

Ran engine to warm up oil. Removed upper cowling. Drained oil sump. Took oil sample. Removed oil i
and inspected. No abnormalities noted. Installed new CH48103-1 oil filter, torqued and safetied Servi|
engine with 11 quarts of Phillips XC20-50 oil. Ra ak check good. .

Iter, cuy
ced

Timothy Godwin AP 3537582

Total To
Carry Forward
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985 CHARLES LINDBERGH DR
JACKSONVILLE, FL USA 32225
ENGINE LOGBOOK ENTRY DATE: 3/15/2023
REG #: N350SY MAKE: LYCOMING MODEL: TIO-540 S/N: L14200-61A ETT: 1,066.7 HOBBS: 1,066.7

VSO.UAWK: NUMBER 4 CYLINDER ROUGH AND DIES WHEN LEANED OUT

x

A ol

TROUBLESHOT SYSTEM AND FOUND AN OBSTRUCTION IN FUEL LINE DOWNSTREAM OF FLOW
DIVIDER AND BOTH NUMBER 4 CYLINDER SPARK PLUGS BAD

CLEARED BUG FROM FUEL LINE DOWNSTREAM OF FLOW DIVIDER

INSTALLED TWO NEW SPARK PLUGS IN NUMBER FOUR CYLINDER

PERFORMED POST MAINTENCE TURN AND ENGINE CHECKS GOOD

ALL WORK PERFORMED IAW LYCOMING AND PIPER PA-46 SERIES MM

I CERTIFY THE AIRCRAFT TO BE AIRWORTHY FOR THE WORK PERFORMED ABOVE AND APPROVED FOR
RETURN TO SERVICE.

REINALDO DIAZ

A&P/580025087 m}\/




Tota
Cani

DATE: April 4, 2023 AIRCRAFT REG: N350SY
MAKE / MODEL: Piper PA46-350P AIRCRAFT S/N: 4636677
HM:1,160.5 __AIRCRAFT TT: 1,160.5

~ ENGINE MODEL: TIO-540-AE2A. S/N L-14200-61A

Replaced cylinder #5 lower spark plug with P/N RHB36S.

Tightened left turbo mounting bolt.

Replaced exhaust stack for cylinders #2 &4 with P/N’s 40B19840AWL, 40B19841AWL and
40B19842AWL, installed with new gaskets P/N 77611 and 78084.

ol

Thomas A Schmidt AP34856871A
Schmidt Afiation Inc. 1020 NW 62" Street, Hangar 6, Ft Lauderdale, FL 33309
(954) 772-0772, FAX (954) 938-5173, Email: Tom@Schmidtav.com

| | . |

DATE: May 5, 2023 . AIRCRAFT REG: N350SY
MAKE / MODEL: Piper PA46-350P AIRCRAFT S/N: 4636677

HM: 1,170.5 AIRCRAFT TT: 1,170.5

ENGINE MODEL: TIO-540-AE2A, S/N L-14200-61A

1. Replaced spark plugs with new P/N URBH32E.

2. Changed the oil and filter, cut open the old filter to inspect it, nothing abnormal found,
serviced the engine with Aeroshell 15W50 oil.

3.  Washed the engine and cowls as needed and ground ran to leak check.

4.  Swapped the CHT probes ip cylinders #3 and #5 for troubleshooting purposes.

Signature Thomas A Schmidt AP3485687IA
Schmidt Aviatiof Inc. 1020 NW 62" Street, Hangar 6, Ft Lauderdale, FL 33309
(954) 772-0772, FAX (954) 938-5173, Email: Tom@Schmidtav.com

VL)) )

)
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DATE: 8/8/2023 B o S
ENG;‘NEO-AMEzAODEt @’* ) Premier Aircraft Service,. Inc. TE: .
TIO-

- L-14200-8 PECPPULEPE 5540 NW 23rd Avenue Hanger 14 ENG TT 1198
dnd REG. NgR%sEog Alrcralt Service Phone: (954) 334-2393
10352-08-2023
/- Engine Entries .
IFO!
LACED CYL 1-2-34 EXHAUST GASKETS WITH NEW P/N 77611. REPLACED CYL 5-6 INTAKE MAN
(GzigEETS AND SEALS WITH NEW P/N SL71973 AND SL72711. REPLACED CYL 34 EXHAUST STUDS WITH NEW P/N
/- 31C-13. REPLACED LH AND RH EXHAUST STACK V-BAND COUPLING GASKETS WITH NEW P/N 78084. WORK DONE
IAW T10-540 OM.
~
_—— DATE 8/8/2023 SIGNED: /MM M“mwm Order: 10352-08-2023
Emmaméy(cioso, A&P: 3708718 Printed by EBis 3 (datcomedia.com)
—
,—-_‘" - PR,
,____.ﬁ'”g;':&xggﬂi % Premier Aircraft Service,. Inc. %Tﬁ:s:'f?:;z&z:
NGINE S/N: L-14200-61A %@m& 5540 NW 23rd Avenue Hanger 14 ERa T
2EG. NO: 3508 Rireratt Sarvice ForLawderdle FL 33309 HOBBS: 12036
~——10375-08-2023

Zngine Entries

2) CHANGED OIL AND FILTER. SERVICED WITH 12 QTS. OF 20W50 XC AND ANEW CH48103-1 OIL FILTER. OLD OIL
“ILTER WAS CUT OPEN AND INSPECTED FOR CONTAMINATION. NONE FOUND. INSPECTED SUCTION SCREEN FOR
SONTAMINATION. NONE FOUND. ENGINE WAS GROUND RUN. OPS CHECK NORMAL AND NO LEAKS NOTED.

3) VISUALLY INSPECTED EXHAUST AND RE TORQUE HARDWARE IAW LYCOMING TIO-540-AE2A MM SSP-1776-5

|T—3ECTION V.

n N

——

JATE: 8/24/2023 SIGNED: Work Order: 10375-08-2023
S~—~— Victor Fleites, A&P: 4688852 Printed by EBis 3 (datcomedia.com)




Carry Forwarc

——— ENGINE MODEL: @‘ Premier Aircraft Service,. Inc. DATE: 11/3/2023
TIO-540-AE2A . AC TSN: 1239.4 =
ENGINE S/N: L-14200-81A POPILLEPC 5540 NW 23rd Avenue Hanger 14 ENG TT- 1239.4 B
) Rsc'm Alrcrall Service Ple L."s;::';;"fé'agasm HoBas 1294 |°in'0nunc.
————  10422-10-2023 TER——
Engine Entries
(3) C/W ANNUAL INSPECTION ON THIS ENGINE IAW 14 CFR PART 43, APPENDIX "D" USING PA46-350P MM
INSPECTION CHECKLIST AS A GUIDE. CHANGED ENGINE OILAND FILTER. SERVICED ENGINE WITH 12 QTS e e
PHILLIPS 20W50 X/C OIL AND ANEW FILTER. OLD FILTER AND QIL SUMP SCREEN WERE CHECKED FOR
CONTAMINATION. NONE FOUND. CLEANED, REGAPPED, AND CHECKED SPARK PLUGS. PERFORMED
COMPRESSION CHECK: 72-74-76-76-76-76/80. ENGINE WAS GROUND RUN AND LEAK CHECKED OK. ADs CHECKED
THROUGH CURRENT ON ATP. T
(10) C/W AD 2015-19-07 FUEL INJECTOR LINES SUPPORT CLAMP INSP. REPLACED CLAMPS WITH NEW P/N
MS21333-75.
(23) C/W 400 HR REMOVE VALVE COVERS CHECK FOR VALVE FREEDOM. REPLACED VALVE COVER GASKETS WITH —_—
NEW PN SL67193-S.
(34) ADJUSTED IDLE MIXTURE TO RICHEN IAW PA46-350P MM CH 76-10.
(46) REPLACED ALL FUEL RAIL RUBBER HOSES WITH NEW P/N LW18724 IAW PA-46-350-P MM CH73-10.
(48) REPLACED RH TURBO OIL FEED LINE GASKET WITH NEW P/N 77813 IAW TIO-540 MM CH 72-40. S
| CERTIFY THIS AIRFRAME, ENGINE, OR PROPELLER HAS BEEN INSPECTED IAW AN ANNUAL INSPECTION AND WAS
DETERMINED TO BE IN AIRWORTHY CONDITION. ———
DATE: 11/3/2023 SIGNED: W"p«o Work Order: 10422-10-2023
Emma icioso, IA: 3708718 Printed by EBis 3 (datcomedia.com) o
© ENGINE MODEL: @‘ Premier Aircraft Service,. Inc. DATE: 1/19/2024 .
TIO-540-AE2A . AIC TSN: 1264.8
ENGINE S/N: L-14200-81A WL PIAACHE 5540 NW 23rd Avenue Hanger 14 ENG TT: 1264.6
REG. NO: 82KF Aircraflt Service Fort Lauderdale, FL 33309 HOBBS: 1264.6 e ———
WORK ORDER: Phone: (954) 334-2393
10527-01-2024
Engine Entries -
(2) CHANGED OIL AND FILTER. SERVICED WITH 11 QTS. OF 20W50X/C AND A NEW CH48103-1 OIL FILTER. OLD OIL
FILTER WAS CUT OPEN AND INSPECTED FOR CONTAMINATION. NONE FOUND. ENGINE WAS GROUND RUN. OPS
CHECK NORMAL AND NO LEAKS NOTED. . .
Total To -

DATE: 1/19/2024 SIGNED: Work Order: 10527-01-2024
Dennis Allard, A&P: Printed by EBis 3 (datcomedia.com)




TE: 4/3/2024
: N Premier Aircraft Service,. Inc. DA
/ ENGINE MODEL: @

A/C TSN: 1295.2
HEDIUCHC 5540 NW 23rd Avenue Hanger 14 ENG TT: 1205.2
01 ENGINE SN: L-14200-81A Fort Lauderdale, FL 33309 1295,
REG. NO: 82KF Alrcralt Service oo 954) 334-2303
WORK ORDER:
~ )
10626-04-202

Engine Entries

CH48103-1 OIL FILTER.

CHAN ICED WITH 12 QTS. OF PHILIPS X/C 20W50 AND A NEW

~ @ oiL gs'?ﬁ?l"\.N?\NSDCﬂ!I’ToE:}EﬁeA%\{)?NSPECTED FOR CONTAMINATION. NONE FOUND. INSPECTED SUCTION
oL

SCREEN FOR CONTAMINATION. NONE FOUND. ENGINE WA$ GROUND RUN. OPS CHECK NORMAL AND NO LEAKS

Certificate No.

TE: 4/3/2024 SIGNED: Work Order: 10626-04-2024
= Victor Fleites, A&P: /688852 Printed by EBis 3 (datcomedia.com)
”
’
ENGINE MODEL: X Premier Aircraft Service,. Inc. %qg$ssh:2%22°52:
~ ENGINE SN: L-14200-81A % 5540 NW 23rd Avenue Hanger 14 ENG TT. 13254
REG. NO: 82KF Alrcralt Service FortLauderdale, FL 33309 OB e
WORKORDER: Phone: (954) 334-2393
10897-05-2024
Engine Entries

(2) CHANGED OIL AND FILTER. SERVICED WITH 12 QTS. OF PHILLIPS 20W50 X/C AND A NEW CH48103-1 OIL FILTER.
——OLD OIL FILTER WAS CUT OPEN AND INSPECTED FOR CONTAMIN

ATION. NONE FOUND. ENGINE WAS GROUND
RUN. OPS CHECK NORMAL AND NO LEAKS NOTED. ALL WORK DONE 1AW PA46-350P MM CH 12-00.

——

DATE: 512012024 SIGNED: ;
— o

Work Order: 10697-05-2024
Printed by EBis 3 (datcomedia.com)

A



ENGINE MODEL: w Premier Aircraft Service,. Inc. DATE: 8/23/2024
=——————=|0.540-AE2A . AC TSN: 13602

ENGINE S/N: L-14200-81A HePritert ﬁmﬂ:vang&m 14 ENG TT- 1360.2

REG. NO: 82KF . HOBBS: 13802
DGWORKORDER: Alrcraft Service Phone: (954) 334-2303

10774-08-2024

Engine Entries

(2) CHANGED OIL AND FILTER. SERVICED WITH 12 QTS. OF PHILLIPS 20W50 X/C AND A NEW CH48103-1 OIL FILTER.
OLD OIL FILTER WAS CUT OPEN AND INSPECTED FOR CONTAMINATION. NONE FOUND. INSPECTED SUCTION
SCREEN FOR CONTAMINATION. NONE FOUND. ENGINE WAS GROUND RUN. OPS CHECK NORMAL AND NO LEAKS
NOTED.

(3) REPLACED RH TURBO OIL SUPPLY GASKET WITH NEW P/N 77813 |IAW TI0-540-AE2A MM.

(4) CLEANED ALL INJECTORS IAW TI0-540-AE2A SI 1275C.

(5) REPLACED PUSH ROD SEALS ON CYLINDER 1 INTAKE AND CYLINDER 4 EXHAUST WITH NEW P/N SL18661 AND

SL66732. IAW TI0-540-AE2A MM
(6) REPLACED CYLINDER 3 INTAKE TUBE SEALS WWH# P/N SL72711 AND SL71973. IAW TIO-540-AE2A MM.

DATE: 8/23/2024 SIGNED: Work Order: 10774-08-2024

v
Victor Fleites, A&P: 4688852 Printed by EBis 3 (datcomedia.com)

—
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Total To
Carry Forward




LY

ENGINE MODEL: 5540 NW 23rd Avenue Hangar 14

DATE: 12/18/2024

TIO-S40-AE2A Fort Lauderdale, FL 33309 A Tt 1
ENGINE S/N: L-14200-61A Phone: (954) 334-2393 b kS
(VORK ORDER HOBBS: 1389.3
10892-11-2024

Engine Entries

(3) CW ANNUAL INSPECTION ON THIS ENGINE IAW 14 CFR PART 43, APPENDIX "D" USING PA46-350P MM
INSPECTION CHECKLIST AS A GUIDE. CHANGED ENGINE OIL AND FILTER. SERVICED ENGINE WITH 12 QTS
PHILLIPS 20W50 X/C OIL AND A NEW CH48103-1 FILTER. OLD FILTER AND OIL SUMP SCREEN WERE CHECKED FOR
CONTAMINATION. NONE FOUND. CHECKED MAG TO ENGINE TIMING. CLEANED, REGAPPED, AND CHECKED SPARK

PLUGS. PERFORMED COMPRESSION CHECK: 55-76-78-79-75-79/80. ENGINE WAS GROUND RUN AND LEAK
CHECKED OK. ADs CHECKED THROUGH CURRENT ON ATP.

(10) C/W AD 2015-19-07 FUEL INJECTOR LINES INSPECTION IAW SB 342G.

(11) C/W AD 2024-21-02 CONNECTING ROD FAILURE INSPECTION IAW PAR (G)(1). NO DEFECTS NOTED AT THIS
TIME. DUE EA 50 HR/ OIL CHANGE.

(42) REMOVED VACUUM PUMP #2 P/N AA442CW-6 S/N 059510 AND REPLACED WITH OVERHAULED UNIT P/N
RAP442CW-6 S/N 210561 |AW PIPER PA-46-350P MM CH 37-10.

(58) REPLACED ENGINE OIL BREATHER HOSE WITH NEW P/N MIL-H-6000-3/4 AS REQUIRED.

(64) ADJUSTED ENGINE IDLE MIXTURE IAW TIO-540 OM.

(65) REMOVED AND RE INSTALLED CYL #1 P/N LW-12988 S/N 80957 AFTER REPAIR FROM CERTIFIED ENGINES
UNUMITED, UNDER W/O 65529-000 IAW TIO-540-AE2A OM SEC 6, 10 AND PA46-350P MM CH 71.

(68) REMOVED VACUUM PUMP #1 P/N AA441CC-17 S/N 0CDG04 AND INSTALLED OVERHAULED UNIT P/N
RAP441CC-17 S/N 206298 IAW PA-46-350P MM CH 37-10.

| CERTIFY THIS AIRFRAME, ENGINE, OR PROPELLER HAS BEEN INSPECTED IAW AN ANNUAL INSPECTION AND WAS
DETERMINED TO BE IN AIRWORTHY CONDITION.

DATE: 12/18/2024 Work Order: 10892-11-2024

Emmanue! 0so, IA: 3708718 Printed by EBis 3 (datcomedia.com)

irtificate No.




A

MAKE: Piper % e Premier Aircraft Service, WI/O #: 10965-02-2025

MODEL: PA 46-350P e Inc. DATE: 04-02-2025
— | glg(:;‘s:z)s,BngKF 5540 NW 23rd Avenue Hangal’ 14 Engine TT: 14176
o . Fort Lauderdale, FL 33309
Date ENGINE MODEL: TIO-540-
AE2A itenance
ENGINE SN: L-14200-61A S —
Engine Entries
(4) CHANGED OIL AND FILTER. SERVICED WITH 12 QTS. OF AEROSHELL 15W50 AND A NEW CH48103-1 —_—
OIL FILTER. OLD OIL FILTER WAS CUT OPEN AND INSPECTED FOR CONTAMINATION. NONE FOUND.
- INSPECTED SUCTION SCREEN FOR CONTAMINATIO. NONE FOUND. ENGINE WAS GROUND RUN. OPS
CHECK NORMAL AND NO LEAKS NOTED. N —
DATE: 04-02-2025 SIGNED: WORK ORDER: 10965-02-2025 =
Victor Fleites N Printed by EBIS (EBISCloud.com)

License: 4688852

EAGLE

W | AIRCRAFT

MAINTENANCE

N82KF Piper PA46-350P SN:4636677 Hobbs:1436.2 Date:5/13/2025

Removed upper cowling. Removed left magneto P/N:6363 S/N:20110701. Transferred fittings to replacement
magneto. Installed overhauled magneto P/N:6363 S/N:H-5040063 with O-ring supplied. Timed magneto to 20
degrees BTDC per data plate. Reinstalled upper cowling. Completed ground run. Removed cowling to check for

leaks. Op check and leak check good. Aircraft approved for return to service with respect to maintenance
performed.

Giovanni Aponte A&P 4697430 M o




