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1. Approving National Aviation
Authority/Country:

FAA/United States

AUTHORIZED RELEASE CERTIFICATE
FAA Form 8130-3, AIRWORTHINESS APPROVAL TAG

4. Organization Name and Address:

Sensenich Wood Propeller Co. Inc. 2008 Wood Court, Plant City, FL 33563 Production Certificate 335CF

Description:
Eligibility: *

Scrial/Batch Number:

6 .  ? ? ? :

Wood Propeller
W69EK7-63G N/A 1 AJ1524 V

3. Form Tracking Vumber:

SWP111610EX-3

5. Work (rder/Contract/Invoice
Number:

M - 1 9 3 3 3

12 Status/Work:

N e w

13.Remarks:

Export Airworthiness Approval: Country of Destination, Canada R E C E I V E D

1 1 0 2 0 5 2

14. Certifies the items identificd above were manufactured in conformity to:

Approved design data and are in a condition for safe operation.

Von-approved design data specified in Block 13:

D A
C 13

19. 00 14 CFR 13.9 Return to Serviec ? Other regulation speciled in Block 13

Certifies that unless otherwise specified in Block 13, the work identified in Block 12
and described in Block 13 was accomplished in accordance with Title 14, Code of
Federal Regulations, part 43 and in respecto that work, the items are approved for

return to service:

20. Authorized Signature; 21, Approval/Certificate Nos
15. Authorized Signaturt:

17. Name (TypedDeal f. Powel
Donald J. Rowell

16. Approval/Amhorization No.:

D M I R 5 1 1 2 0 1 - C E

18. Date (m/d/v):

N o v - 1 6 - 2 0 1 0

22. Name (Trped or Printed): 23. Date (m/d/y):

User/Installer Responsibilities

It is important to understand that the existence of this document alone does not automatically constitute authority to install the part/component/assembly.

Where the user/installer performs work in accordance with the national regulations of an airworthiness authority different than the airworthiness authority of the country specified in
Block 1, it is essential that the user/installer ensures that his/her airworthiness authority accepts parts/components/assemblies from the airworthiness authority of the country specified in

Statements in Blocks 14 and 19 do not constitute installation certification. In all cases, aircraft maintenance records must contain an installation certification issued in accordance with the

national regulations by the user installer before the aircraft may be flown.
NSS 0052-00-013-9005

FAA Form 8130-316-011 * Installer must cross-check eligibility with applicable rechical dat

f



P R O P E L L E R  L O G

1. Make:

2 .  M o d e l :

3. Specification Number:

4.  Date  o f  Manufac ture :

5 .  Hub Ser ia l  Number :

6 .  B l a d e s :
a .  Des ign  Number :
b .  B lade Ser ia l  Numbers :

I I .

I I I .

I V .

c .  P i t ch  Se t t i ng
i .  B a s i c :

i l . H i g h :
I I I . L o W :
V . Reverse:

SENSENICH

W 6 9 E K 7 - 6 3 G

P - 2 7

N o v  2 0 1 0

A J 1 5 2 4



D A T E

S y l
DNE
IDNI
931

T I M E  R U N

M I N ?
H R S .

PROPELLER SERVICE AND
TOTAL TIME INSTALLATIONS.

SINCE OVERHAUL
MIN.HRS. NOTE: USE BOTH PAGES AND AS MANY LINES AS REQUIRED FOR COMPLE

INSPECTIONS,

D i a m e n d

DIAMOND AIRCRAFT INDUSTRIES INC.
D.O.T. APPROVED MANUFACTURER

#161-93

Registrat ion:
A /C Ser ia l  Number :
Eng ine  Ser ia l  Number :
P rop  Ser ia l  Number :

A i r f rame Tota l  T ime:

C - G K K V
C 0 5 7 6

1 0 0 3 0 8 4
A J 1 5 2 4
2 .2  h rs

Prop Total time Brought forward from Flict 5est Journey Log (DAI - Form Q-156): 2.2 hrs
Propeller installed new on DA20-C1, S/N:C0576
Prop Dynamic Balance performed:

16.0g located @ 315°
7.0g located @ 045 °

Refer to Sensenich Doc# W69EK7-CF rev F for re-torque requirements. Next re-torque due @ 25 hrsbalanced to 0.177 ips

Bi-weekly AWD check carried out to current revision 2011-02, all applicable AD's complied withcarried out lAW the applicable Standard of Airworthiness
The work described above

20 JAN 1 9 2011
date

Inspector (Intentionally left blank below this point)

B A

e c t e d

v e s

e al

anc

PROPELLER: SENSENICH W69EK7-63G S/N#AJ1524 TOTAL TIME 17.5
NEW AIRCRAFT ACCEPTANCE INSPECTION COMPLETED AS PER CFTC MCM SECTION C CHAPTER 15C AND COMPLETED I.A.W. DA20-C1 M.M.

AND CFTC P.O# 1269 AND ADDITIONAL WORKSHEETS
The above described maintenance was performed in accordance with the applicable standards of airworthiness.

AMO NO. 256-91

LIC: m789296 DATE: +

PROPELLER: SENSENICH W69EK7-63G S/N#AJ1524 TOTAL TIME 24.6
WORK ACCOMPLISHED AS PER DA20-C1 M.M. AND CFTC P.O# 1274 AND ADDITIONAL WORKSHEETS
25 HOUR PROP RE-TORQUE

The above described maintenance was performed in accordance with the applicable standards of airworthiness.

SIGN: AMO NO. 256-91

LIC: 2448222 DATE: fune 24/11

PROPELLER: SENSENICH W69EK7-63G S/N#AJ1524 TOTAL TIME 49.7
50 HR INSPECTION COMPLETED I.A.W. DA20-C1 M.M. AND CFTC P.O# 1279 AND ADDITIONAL WORKSHEETS
25 HR PROP RE-TORQUE DONE

The above described maintenance was performed in accordance with the applicable standards of airworthiness.

S c e t t

LIC: - m 7 8 9 2 9 6

AMO NO. 256-91

DATE:fuby 25/1

C A R R I E D  F O R W A R D

TOTAL THIS PAGE

T O T A L  F R O M
PREVIOUS SUMMARY

T O T A L
SINCE MFG.

M  /

ENTRIES.  DE



T I M E  R U N

D A T E
H R S . M I N .

T O T A L  T I M E

S I N C E  O V E R H A U L

H R S . M I N .

B R O U G H T

F O R W A R D

K l a r e n b a c h
Aviation Ltd.

PROPELLER SERVICE AND

NOTE: USE BOTH PAGES AND AS MANY LINES AS REQUIRED FOR COL

INSTALLATIONS, INSPECTIONS,

Unit E1, 333 Noorduyn Park
Calgary, Alberta
T3Z 3S7
Tel: (403) 274-5800
AMO 286-91

Klarenbach Work Order No: 4240 Date: September 1, 2011

Aircraft: C-GKKV Diamond DA20-C1 S/N: C0576 TTSN: 100.0

Engine: Continental Model: 10-240B S/N: 1003084 TSOH: 100.0

Propeller: Sensenich Model: W69EK7-63G S/N: AJ1524 TSN: 100.0

1. 100 hr Inspection IA W Diamond DA-20-C1 AMM Rev 17 Aircraft Maintenance Manual inspection check sheets as specified inCalgary Flight Training Centre's Small Aircraft Maintenance Schedule Approval and PO 1283.

2. Drained engine oil, re-filled with 6 liters of 15W50 AeroShell oil.
Installed new oil filter P/N CH48108-1. Old filter opened and inspected. No metal found
Completed engine cylinder compression leak test #1 75/80, #2 76/80, #3 73/80, #4 74/80.
Removed spark plugs, cleaned, gapped, tested and re-installed with new gaskets P/N M674.

Induction air filter replaced with (1) new PN BA 235E
Propeller inspected and bolts torqued IAW Sensenich Doc # W69EK7-CF Rev F

8 AD's complied with at this time:
AD CF90-03R2 Exhaust type cabin heater inspected and found to be serviceable.

9. Aircraft ground run and fuel pressure checked I.A. W. TCM M.M. Chapter 23.

Maintenance Release

The maintenance described above has been performed in accordance with the applicable standards of airworthiness subject to satisfactory
test flight. Pertinent details of the repair are on file at this agency under the above noted Work Order No.

Signature of AME: AME License No. - M427665

-

-

K l a r e n b a c h

Aviation Ltd.

Unit El. 333 Noorduyn Park
Calgary. Alberta
T3Z 3S7
Tel: (403) 274-5800
AMO 286-91

-
Klarenbach Work Order No: 4250 Date: September 26. 2011

-
Aircraft: C-GKKV Diamond DA20-C1 S/N: C0576 TTSN: 148.3

- Engine: Continental Model: IO-240B S/N: 1003084 TSOH: 148.3

- Propeller: Sensenich Model: W69EK7-63G S/N: AJ1524 TSN: 148.3

-
1. 50 hr Inspection IAW Diamond DA-20-C1 AMM Rev 17 Aircraft Maintenance Manual inspection check sheets as specified in

Calgary Flight Training Centre's PO 1290.

-
? Drained engine oil. re-filled with 6 liters of 15W50 AeroShell oil.

3. Installed new oil filter P/N CH48108-1. Old filter opened and inspected. No metal found.
- LHS MLG Tire replaced with PN 505C66-5. SN 1C732426 and tube PN 092-308-0

5 . RHS MLG Tire replaced with PN 505C66-5. SN 1C082306 and tube PN 092-308-0
Aircraft ground run and checked for leaks. None found.

Maintenance Release

The maintenance described above has been performed in accordance with the applicable standards of airworthiness subject to satisfactory

test flight. Pertinent details of the repair are an file atthis agency under the above noted Work Order No.

- Signature of AME: ? ? ? ?
- AME License No. M089587



T I M E  R U N

HRS. MIN?

T O T A L  T I M E
S I N C E  O V E R H A U L

HRS. MIN.DATE

B R O U G H T
F O R W A R D

PROPELLER SERVICE AND

INSTALLATIONS, INSPECTIONS,

NOTE: USE BOTH PAGES AND AS MANY LINES AS REQUIRED FOR COMA

K l a r e n b a c h
Aviation Ltd.

Unit E1, 333 Noorduyn Park
Calgary, Alberta
T3Z 3S7
Tel: (403) 274-5800
AMO 286-91

Klarenbach Work Order No: 4299

Ai rc ra f t :  C-GKKV
Diamond DA20-C1

Engine: Continental
Model :  10-240B

Date: January 12, 2012

S/N: C0576 TTSN: 198.3

S/N: 1003084 TSOH: 198.3

T S N :  1 9 8 . 3
Model :  W69EK7-63G

Propeller: Sensenich

Work Completed:
in Calgary Flight Training Centre's PO 1297.Annual/200 hr Inspection IA W Diamond DA-20-C1 AMM Rev 19 Aircraft Maintenance Manual inspection check sheets as specifiec

Drained engine oil, re-filled with 6 liters of 15W50 AeroShell oil using (1) new MS35769-11 gasket.
Oil pressure relief valve removed, cleaned and reinstalled using (1) new MS35769-18 gasket.

4.
Installed new oil filter P/N CH48108-1. Old filter opened and inspected. No metal found.
Completed engine cylinder compression leak test #1 72/80, #2 73/80, #3 75/80, #4 74/80.
Removed spark plugs, cleaned, gapped, tested and re-installed with new gaskets P/N M674.

7. Induction air filter replaced with (1) new PN BA 235E.
Idle RPM adjusted to 1000 RPM.
Compass Swing completed and new compass correction card installed
Tachometer accuracy verified and found to be within limits
NG tire PN 504C61-2, SN 81610478 and tube removed and replaced with (1) new PN
504C61-2, SN 92080221 tire and (1) new PN 302-005-400 tube.

1) ME 406 ELT PN 453-6603. SN 197-06628 removed recertified and reinstalled. Recertification performed by Canadian Avionic
under Work Order # A17817. Battery due October 2016.
LHS and RHS brake linings replaced with (4) new PN 066-10600 using (12) new 105-00200 rivets
MLG wheels bearings removed, cleaned, inspected, greased and reinstalled. No defects found
Propeller inspected and bolts torqued IAW Sensenich Doc # W69EK7-CF Rev F

First aid kit inspected and found complete.
Fire extinguisher inspected and found serviceable.

18. AD's complied with at this time:
AD CF90-03R2 Exhaust type cabin heater inspected and found to be serviceable.

19. Aircraft ground run and fuel pressure checked I.A. W. TCM M.M. Chapter 23.

Newton fuel cap requires overhaul. Parts on order.
Fuel gauge reading low below ? full. Diamond contacted and they are working on a service bulletin to fix this known issue

I have conducted an inspection for conformance to the type of the flight/powerplant controls that were affected by the work accomplished
1 . License No M311186

License No._ 471500
The maintenance describe above has been performed in accordance with the applicable standards of airworthiness subject to satisfactory

test flight. Pertinent details of the repair are on file at this agency under the above noted Work Order No.

Signature of AME: AME License No. M311186

CARRIED FORWARD

T O T A L  T H I S  P A G E

T O T A L  F R O M

P R E V I O U S  S U M M A R Y

T O T A L

S I N C E  M F G .



T I M E  R U N

T O T A L  T I M E
S I N C E  O V E R H A U L

M I N .
H R S .

D A T E
M I N ?

H R S .

INSTALLATIONS, INSPECTIONS,

NOTE: USE BOTH PAGES AND AS MANY LINES AS REQUIRED FOR Co

BROUGHT
FORWARD Unit El, 333 Noorduyn Park

-

-

K l a r e n b a c h
Aviation Ltd.

Calgary, Alberta
T3Z 3S7
Tel: (403) 274-5800
AMO 286-91

Date: March 2, 2012
-
- Klarenbach Work Order No: 4324 S/N: C0576

TTSN: 248.1

Diamond DA20-C1

-  A i r c ra f t :  C -GKKV
S/N: 1003084

TSOH: 248.1

Engine: Continental
Model: 10-240B

-

Model: W69EK7-63G
S/N: AJ1524 TSN: 248.1

Propeller: Sensenich

-  Work  Comple ted :

1 .
-

Calgary Flight Training Centre's PO 1306.

50 hr Inspection IAW Diamond DA-20-C1 AMM Rev 19 Aircraft Maintenance Manual inspection check sheets as specified in

2.

Drained engine oil, re-tilled with 6 liters of 15WS0 AeroShell oil using (1) new MS35769-11 gasket.

- 3.

Installed new oil filter P/N CH48108-1. Old filter opened and inspected. No metal found.

4 .

Propeller inspected and bolts torqued IAW Sensenich Doc # W69EK7-CF Rev F

5.
Aircraft ground run and checked for leaks. None found.

Outstanding Defects:Fuel gauge reading low below ? full. Diamond contacted and they are working on a service bulletin to fix this known issue.

-

Maintenance Release

test flight. Pertinent details of the repair are on file at this agency under the above noted Work Order No.

The maintenance described above has been performed in accordance with the applicable standards of airworthiness subject to satisfactory

AME License No. - M 3 1 1 1 8 6

Signature of AME:

K l a r e n b a c h
Aviation Ltd

Unit E1, 333 Noorduyn Park
Calgary, Alberta
T3Z 3S7
Tel: (403) 274-5800
AMO 286-91

Klarenbach Work Order No: 4399

Aircraft: C-GKKV Diamond DA20-C1

Engine: Continental Model: IO-240B

Propeller: Sensenich

Date: August 15, 2012

S/N: C0576

S/N: 1003084

S/N: AJ1524

T T S N :  2 9 8 . 4

TSOH: 298.4

T S N :  2 9 8 . 4

Work  Comple ted :
-  1 . 100 hr Inspection IAW Diamond DA-20-C1 AMM Rev 20 Aircraft Maintenance Manual inspection check sheets as specified in

Calgary Flight Training Centre's PO 1321.
Drained engine oil, re-filled with 6 liters of 15W50 AeroShell oil using (1) new MS35769-11 gasket.
Oil pressure relief valve removed, cleaned and reinstalled using (1) new MS35769-18 gasket.
Installed new oil filter P/N CH48108-1. Old filter opened and inspected. No metal found
Completed engine cylinder compression leak test #1 69/80, #2 74/80, #3 70/80, #4 72/80.

6.

7.
Replaced spark plugs with (8) new P/N RHM 38E.
Induction air filter replaced with (1) new PN BA 235E.
Propeller inspected and bolts torqued IAW Sensenich Doc # W69EK7-CF Rev F

Taxi light bulb replaced with (1) new PN 01-0770346-00
Water drained from stall warning tube.

Prop leading edge dressed and repainted.
RHS magneto timing adjusted to 26°BTDC and synchronized with LHS magneto.
AD's & SB's complied with at this time:

AD CF90-03R2 Exhaust type cabin heater inspected and found to be serviceable
NG fork pivot upgraded using PN DAC1-32-03 service kit. No shims were required for nose wheel.

14. Aircraft ground run and fuel pressures checked I.A. W. TCM M.M. Chapter 23 and TCM SID97-3E and found to be within limits.

T C

P R

Maintenance Release

The maintenance described above has been performed in accordance with the applicable standards of airworthiness subject to satisfactory
test flight. Pertinent details of the repair are on file at this agency under the above noted Work Order No.

Signature of AME:
AME License No. M311186

TOTAL
S I N C E  M F G .


